


Total Question: 70 QAs 
 
 
Question No: 1 
You want to configure a LUN on a ZFS Storage Appliance by using the browser user interface (BUI). In which 
two ways can you configure multiple initiator groups per LUN? 
A. Go to Configuration > Storage. Click the plus sign next to available Pools. Enter a new pool name and click 
APPLY. 
B. Go to Shares > LUN > Edit> Protocols. Edit the initiator group LUN number, and select multiple initiator 
groups to the given LUN. 
C. Go to Shares > LUNs. Click the plus sign to create a new LUN. Then select multiple initiator group(s) by 
pressing the Ctrl key. 
D. Go to Configuration > SAN > Fibre Channel. Click the plus sign to create a new initiator. Then enter the 
World Wide Name (WWN) of the FC Initiator. 
Answer: B,C 
 
Question No: 2 
Which type of devices can be tuned using the synchronous write bias properly by selecting values of either 
latency or throughput? 
A. block devices 
B. quantum devices 
C. log devices 
D. cache devices 
Answer: C 
 
Question No: 3 
When an operation lacks sufficient disk space, which three configurations can make available on a ZFS Storage 
Appliance? 
A. thin provisioning 
B. hybrid columnar compression 
C. deduplication 
D. hybrid storage pool 
E. Dtrace Analytics 
Answer: A,B,C 
 
Question No: 4 
After you set up a network connection between a host and ZFS Storage Appliance, the connection is set to 
half duplex. What are two possible causes of this problem? 
A. Multiple IP addresses are linked to the host. 
B. There are duplicate IP addresses on the same network. 
C. There is a broken cable or NIC port. 
D. The network switch is not set to auto-negotiation. 
Answer: A,D 
 



Question No: 5 
Which three features of a ZFS Storage Appliance are suitable for application storage consolidation? 
A. hybrid storage pools 
B. deduplication 
C. compression 
D. thin provisioning 
Answer: B,C,D 
 
Question No: 6 
You encounter an error while starting data replication on a remote ZFS appliance. Which four must you ensure 
to troubleshoot this problem? 
A. Data replication is in synchronous mode. 
B. Each head in the source can ping the other head in the target. 
C. The target has been set up properly. 
D. The replication service has been enabled on both the source and the target. 
E. The replication action has been set up properly. 
Answer: B,C,D,E 
 
Question No: 7 
Identify two options that you can select when customizing Status Dashboard performance graphs. 
A. ZFS > Ops/sec 
B. Power > Avg. Consumption 
C. CPU > Utilization 
D. NFSv4 > Ops/sec 
E. CPU > Average Wait I/O Time 
Answer: C,D 
 
Question No: 8 
How do you disable a specific version of NFS in a ZFS Storage Appliance? 
A. Reduce the maximum number of concurrent NFS requests allowed. 
B. Disable the NFSv4 delegation. 
C. Set another NFS version number (the same version number) on both NFS minimum and maximum versions. 
D. Enable iSNS discovery. 
Answer: C 
 
Question No: 9 
Which three actions must you perform on share properties in order to move data using shadow migration? 
A. Configure the source so that the ZFS Storage Appliance has root access to the share. 
B. Use interposition; this requires a separate physical machine. 
C. Create a share on the local file system with the shadow attribute set to ‘nfs://<host>/<path>’. 
D. Configure the source to be read-only. 
Answer: A,C,D 
 
Question No: 10 



Which four factors must you consider for implementing remote data replication between two ZFS Storage 
Appliances? 
A. enough storage space to receive the replica in the target site 
B. Write ordering and write consistency in maintained at the granularity of the replicated component. 
C. Synchronous mode is not supported. 
D. business processes, such as service-level agreements (SLA) 
E. the number of concurrent users in the target site 
Answer: A,B,C,D 
 
Question No: 11 
A customer orders a new ZFS Storage Racked System in a data center. Identify two factors that should be 
considered for site planning. 
A. the total airflow requirements of all equipment installed in the rack to ensure that it operates within its 
specified temperature range 
B. the total airflow requirements of the storage server installed in the rack to ensure that it operated within its 
specified temperature range 
C. whether the temperature in the rack does not exceed the controller’s maximum ambient rated temperature 
D. whether the temperature in the data center does not exceed the controller’s maximum ambient rated 
temperatures 
Answer: A,C 
 
Question No: 12 
A storage administrator wants to give an operator the authority to update system software. 
Which privilege should be assigned to the operator? 
A. Hardware 
B. System 
C. Update 
D. Services 
E. Users 
Answer: C 
 
Question No: 13 
A storage administrator needs to configure a storage pool for an application that requires high performance 
but also high availability. 
Which data profile would you select? 
A. striped 
B. mirrored 
C. double-parity RAID 
D. triple-parity RAID 
E. single-parity RAID 
Answer: C 
 
Question No: 14 
What happens to synchronous writes after they land in DRAM? 



A. They are acknowledged as complete to the client immediately. 
B. They are acknowledged only after they are persistently stored on disk or flash. 
C. They are acknowledged only after they are persistently stored in DRAM on the opposite cluster node. 
D. They are acknowledged only after they are persistently stored on disk or flash from the opposite cluster 
node. 
Answer: B 
 
Question No: 15 
What happens when the thin provisioning property is set for a LUN? 
A. A share reserves exactly enough space to completely fill the share. 
B. This property allows volume size to exceed the amount of available space. 
C. Thin provisioning allows the storage administrator to divide the pool capacity into evenly sized LUNs. 
D. A ZFS file system is created by setting quota and reservation to the same value. 
Answer: B 
 
Question No: 16 
A storage administrator wants to bind the ZFS storage ZS3 to the existing LDAP server. 
What is required in order for this to happen? 
A. an LDAP proxy server 
B. a self-signed certificate 
C. a Base Search DN (distinguished name) 
D. a password for an LDAP proxy server 
Answer: C 
 
Question No: 17 
An administrator wants to add an advanced statistic to a worksheet. How can the administrator make the 
statistic available? 
A. Under Configuration > Preferences, select “Make available advanced analytics statistics” and click Apply. 
B. Under Status > Dashboard > Preferences, select “Make available advanced analytics statistics” and click 
Apply. 
C. No action is required. Advanced Statistics are enabled by default. 
D. Under Configuration > Dashboard > Preferences, select “Make available advanced analytics statistics” and 
click Apply. 
Answer: A 
 
Question No: 18 
Which configuration should improve ZFS throughput and response time for stable write processing (for 
example, O_SYMC)? 
A. ZIL 
B. ARC 
C. VDEV 
D. ZIO 
E. DMU 
Answer: C 




