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Question No : 1 

Click the Exhibit button.  

 

A portion of the network you are managing is composed of a firewall system (fw-01) running the Solaris IP 

Filter firewall. The fw-01 firewall has a rule set to log and NAT the web-int system with IP 192.168.1.10/32 

as web-ext with IP 129.157.1.10/32.  

Because the fw-01 firewall is logging its activity, which Solaris IP Filter user-level utility must you run to 

print only NAT log records?  

 

A. ipnat -l N  

 

B. ipmon -o N  

 

C. ipfstat -n  

 

D. ipf -l N  

 

Answer: B  

 

 

Question No : 2 DRAG DROP  

Click the Task button.  

Place each frame error on its description.  

 

http://www.examkiller.net/exam-1Z0-880.html
http://www.examkiller.net/exam-1Z0-880.html
file:///C:/Users/Administrator/AppData/Roaming/Microsoft/Word/www.examkiller.net


Oracle 1Z0-880 Exam 

 

                             Leading the way in IT testing and certification tools, www.examkiller.net 

 

 

Answer:  

 

 

 

 

Question No : 3  

Given the following DHCP debug output:  

3cdbd723: Datagram received on network device: hme0  

3cdbd723: Reserved offer: 192.1.29.72  

3cdbd724: Unicasting datagram to 192.1.29.72 address.  

3cdbd724: Adding ARP entry: 192.1.29.72 == 080020CBCBCB  

3cdbd724: Updated offer: 192.1.29.72  

3cdbd725: Datagram received on network device: hme0  

3cdbd725: Client: 01080020CBCBCB maps to IP: 192.1.29.72  

3cdbd725: Unicasting datagram to 192.1.29.72 address.  

Which two statements are true? (Choose two.)  

 

A. The original client request was a DHCPREQUEST.  

 

B. The IP address assignment was successfully completed.  
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C. The server received the client's request, but was NOT able to send an answer to the client, and 

therefore repeated its answer unicast.  

 

D. The original client request was a DHCPDISCOVER.  

 

E. The IP address was permanently reserved for another client.  

 

Answer: B,D  

 

 

Question No : 4  

Which is an example of a Network Interface layer protocol?  

 

A. Uniform Demultiplexing Protocol  

 

B. IEEE 802.11 - Wireless Network Standard  

 

C. Transmission Control Protocol  

 

D. EIA/TIA 568 - Unshielded Twisted Pair  

 

E. Internet Control Message Protocol  

 

Answer: B  

 

 

Question No : 5  

A network administrator correctly configures a DHCP server that is serving JumpStart and non-JumpStart 

clients. One of the DHCP clients asks for an IP address. It does NOT ask for any other parameters such 

as subnet mask, router, and encapsulated vendor options.  

A variable must be modified in the /etc/default/dhcpagent file on the client to configure the DHCP client's 

dhcpagent to request additional networking information from the DHCP server.  

Which variable must be modified?  

 

A. PARAM_REQUEST_ADDRESS  

 

B. PARAM_REQUEST_NETWORKING  

 

C. PARAM_REQUEST_ROWS  

 

D. PARAM_REQUEST_LIST  

 

E. PARAM_REQUEST  
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Answer: D  

 

 

Question No : 6 

Which two are characteristics of the RDISC protocol on a Solaris 10 OS system? (Choose two.)  

 

A. It provides routing information between switches.  

 

B. It is independent of the routing protocol.  

 

C. The in.rdisc automatically starts at system boot.  

 

D. It uses multicast.  

 

Answer: B,D  

 

 

Question No : 7  

Click the Exhibit button.  

 

You configure a 6to4 router, and try to communicate from system A to system B. The interfaces of the 

source and destination systems are shown in the exhibit. Your ping:  

systemA# ping -s fe80::203:baff:fe02:7aa5 yields: ICMPv6 Address Unreachable from gateway 

2002:8193:c9f::1 for icmp6 from 2002:8193:c9f::1 to fe80::203:baff:fe02:7aa5  

What is the cause of the problem?  

 

A. You did not add a default route for the IPv6 traffic.  
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B. You can NOT reach the system on the local link address.  

 

C. You do not have a route to gateway 2002:8193:c9f::1.  

 

D. The system you are pinging on does not have IPv6 configured.  

 

Answer: B  

 

 

Question No : 8  

In the context of packet filtering, the Solaris IP Filter firewall provides a set of user level utility and kernel 

modules. Which two are kernel modules of Solaris IP Filter? (Choose two.)  

 

A. ipfs  

 

B. ippool  

 

C. ipmon  

 

D. ipf  

 

E. ipnat  

 

F. pfil  

 

Answer: D,F  

 

 

Question No : 9  

Given the following output:  

Routing Table: IPv4 Destination Gateway Flags Ref Use Interface  

192.168.1.0 192.168.1.1 U 1 0 hme0  

224.0.0.0 192.168.1.1 U 1 0 hme0  

default sys-gw UG 1 0  

127.0.0.1 127.0.0.1 UH 2 6 lo0  

This output shows that the system has a default gateway set. How can the default gateway be set?  

 

A. set by in.routed through the RDISC protocol  

 

B. set manually through: route add sys-gw default  

 

C. set by inetd through the use of configuration text files  
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D. set through the command: routeadm add default -UG sys-gw  

 

Answer: A  

 

 

Question No : 10  

An unauthorized administrator has recently made some changes to and rebooted your server. As a result, 

the server is using ARP to attempt to reach hosts on a different subnetwork. Which file has been 

erroneously modified?  

 

A. /etc/inet/hosts  

 

B. /etc/inet/services  

 

C. /etc/inetd.conf  

 

D. /etc/init.d/inetinit  

 

E. /etc/netgroup  

 

F. /etc/inet/netmasks  

 

Answer: F  

 

 

Question No : 11  

You want to configure the hme0 interface with an IPv6 address and the prefix fec0. Which two 

configurations achieve this? (Choose two.)  

 

A. The file /etc/hostname6.hme0:1 contains a host name, which is defined in the /etc/hosts file. This entry 

has an IPv6 address prefix of fec0.  

 

B. The file /etc/hostname6.hme0:1 contains a host name, which is defined in the /etc/inet/ipnodes file. 

This entry has an IPv6 address prefix of fec0.  

 

C. The file /etc/hostname6.hme0 contains an addif hostname entry in addition to the normal host name. 

This cross-references an entry in /etc/inet/ipnodes with IPv6 address prefix fec0:.  

 

D. The file /etc/hostname6.hme0 contains a host name defined in the /etc/inet/ipnodes file. This entry has 

an IPv6 address prefix of fec0.  

 

Answer: B,C  
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Question No : 12  

Click the Exhibit button.  

 

A portion of your network has three networks: NET1, NET2, and NET3.  

All clients on NET2 have the default route set to 192.168.1.1.  

All clients on NET3 have the default route set to 192.168.3.1.  

Clients on the NET2 network are NOT able to reach any of the clients on NET3. You are given the 

following output of the netstat -rn command from Sys11:  

# netstat -rn  

Routing Table: IPv4  

Destination Gateway Flags Ref Use Interface  

192.168.3.0 192.168.3.1 UG 1 0  

192.168.1.0 192.168.1.1 U 1 191 hme0  

192.168.2.0 192.168.30.2 UG 1 0  

192.168.30.0 192.168.30.31 U 1 176 qfe0  

224.0.0.0 192.168.1.1 U 1 0 hme0  

127.0.0.1 127.0.0.1 UH 1 3 lo0  

Which entry is incorrect?  

 

A. 192.168.3.0 192.168.3.1 UG 1 0  

 

B. 127.0.0.1 127.0.0.1 UH 1 3 lo0  

 

C. 192.168.30.0 192.168.30.31 U 1 176 qfe0  

 

D. 192.168.1.0 192.168.1.1 U 1 191 hme0  
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E. 192.168.2.0 192.168.30.2 UG 1 0  

 

F. 224.0.0.0 192.168.1.1 U 1 0 hme0  

 

Answer: A  

 

 

Question No : 13  

The system administrator of a firewall running Solaris IP Filter writes an updated set of rules in 

/root/newrules. Before implementing the rules, the rule set needs to be tested for syntax errors. Which 

command accomplishes this?  

 

A. inetadm restart svc:/network/ipfilter:/root/newrules  

 

B. ipf -Fa -f /root/newrules  

 

C. ipf -n -f /root/newrules  

 

D. svcadm restart svc:/network/ipfilter:/root/newrules  

 

Answer: C  

 

 

Question No : 14 

You configure Solaris IP Filter on a Solaris system named myhost as a host-based firewall. While 

attempting to telnet to myhost from another host named remotehost, you receive this error:  

$ telnet myhost  

Trying 192.168.1.100...  

telnet: Unable to connect to remote host: Connection timed out  

You run netstat -a on myhost and find this entry:  

Local Address Remote Address Swind Send-Q Rwind Recv-Q State  

myhost.23 remotehost.39846 0 0 49640 0 SYN_RCVD  

What is the cause of this problem?  

 

A. myhost and remotehost are on different networks.  

 

B. The ipf kernel module is not loaded.  

 

C. remotehost does not have a route to myhost.  

 

D. Telnet is an insecure protocol and therefore Solaris IP Filter always blocks it.  

 

E. myhost has a block out rule for traffic to remotehost.  
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Answer: E  

 

 

Question No : 15 

The network in your company is divided into different subnets. All Solaris 10 OS servers on your network 

have Solaris IP Filter firewall enabled with a default policy rule that blocks all incoming connections. One 

subnet, with address space 10.1.1.0/24, has a server named sys-x with the IP address 10.1.1.100/32. 

Due to changes in your network, the sys-x server must accept connections to its X:0 to X:9 terminal ports 

only from the 10.1.1.0/24 subnet.  

Which line must be added in the /etc/ipf/ipf.conf firewall configuration file in order to implement these 

changes?  

 

A. pass in quick proto tcp from 10.10.1.100/32 to any  

 

B. pass in quick proto tcp from 10.1.1.100/32 to any port 5999 >< 6010  

 

C. pass in quick proto tcp from 10.1.1.0/24 to any port 5999 >< 6010  

 

D. pass in quick proto tcp from 10.1.1.0/24 to any port 5999 <> 6010  

 

E. pass in quick proto rpc from 10.1.1.0/24 to any port 5999 <> 6010  

 

Answer: C  

 

 

Question No : 16  

You want to modify the failure detection time for IPMP so that failures are detected more quickly on the 

IPMP group containing the IPv6 interface eri0. Which file you do edit?  

 

A. /kernel/drv/ipmp.conf  

 

B. /etc/default/mpathd6  

 

C. /kernel/drv/ipmp6.conf  

 

D. /etc/default/mpathd  

 

E. /etc/hostname6.eri0  

 

Answer: D  

 

 

Question No : 17 
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Click the Exhibit button.  

 

A system on your network is named sys-01. This system has Solaris 10 OS with packet filtering enabled 

and configured. The Solaris IP Filter configuration, stored in the /etc/ipf/ipf.conf file of this system was: 

pass in quick proto tcp from any to any port = 22 keep state block in all and allowed an ssh connection 

into your sys-01 system from both hme0 and hme1 interfaces. Due to a change in your network, you had 

to modify the packet filtering rules of the sys-01 system. The packet filtering rules now allow ssh 

connections into sys-01 only using the hme0 interface. The following changes are made to /etc/ipf/ipf.conf: 

pass in quick on hme0 proto tcp from any to 192.168.1.1/32 port = 22 keep state block in all  

Which command loads the new packet filtering rules?  

 

A. ipmon -f /etc/ipf/ipf.conf  

 

B. ipf -Fo -f /etc/ipf/ipf.conf  

 

C. ipf -Fa -f /etc/ipf/ipf.conf  

 

D. ippool -Fa -f /etc/ipf/ipf.conf  

 

E. ipf -f /etc/ipf/ipf.conf  

 

Answer: C  

 

 

Question No : 18  

You want to log the TCP packets your web server is receiving, without blocking any traffic. Which Solaris 

IP Filter rule should you use to achieve this?  

 

A. Solaris IP Filter cannot log without filtering  

 

B. pass in proto tcp from any to 0/32 port = 80  

 

C. pass in log proto tcp from any to 0/32 port = 80  

 

D. pass in log-only proto tcp from any to 0/32 port = 80  

 

E. ignore in log tcp from any to 0/32 port = 80  
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