
Cisco 300-365 Exam 

 

                             Leading the way in IT testing and certification tools, www.examkiller.net 

Volume: 61 Questions  

 

 

Question No : 1 

VoWLAN implementation plans for a current mix of existing Cisco Unified Wireless IP Phones 7920G and 

7921G to a final migration of Wireless IP Phones 7925G in a single WLAN. What would be the most 

appropriate WLC WLAN configuration to end with Wireless IP Phones 7925G?  

 

A. 7920 Client CAC = enabled only; Radio Policy = All; WMM = Disabled  

 

B. 7920 AP CAC = enabled only; Radio Policy = All; WMM = Allowed  

 

C. 7920 Client CAC = enabled only; Radio Policy = 802.11a only; WMM = Disabled  

 

D. 7920 AP CAC = enabled only; Radio Policy = 802.11a only; WMM = Allowed  

 

E. 7920 Client CAC = enabled only; Radio Policy = 802.11b/g only; WMM = Disabled  

 

F. 7920 AP CAC = enabled only; Radio Policy = 802.11b/g only; WMM = Allowed  

 

Answer: B  

 

 

Question No : 2  

After a wireless deployment, users report that wireless voice clients are experiencing an unacceptable 

amount of delay while roaming during a call on the Cisco Unified 7925 Series phones. The customer 

environment consists of multiple controllers, all running 7.4.121.0 code, operating in a centralized 

deployment. What configuration issue is most likely contributing to the problem?  

 

A. The authentication should be set to WPA2-PSK to allow for 802.11n speeds for the Cisco Unified 7925 

phones.  

 

B. The access points on that floor are all on one controller and should be load balanced evenly across 

multiple controllers.  

 

C. The access points for that floor are salt and peppered across multiple controllers and should be moved 

to the primary controller.  

 

D. The wireless phones are operating in the 2 4 GHz band and should be configured for the 5 GHz band.  

 

Answer: B  
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Question No : 3  

A wireless engineer at a convention center has been asked to provision an SSID that can accommodate 

4,000 users during a conference. Which interface group configuration should be used?  

 

A. One interface with /20 mask  

 

B. Two interfaces with /21 mask  

 

C. Four interfaces with /22 mask  

 

D. Eight interfaces with /23 mask  

 

Answer: D 

 

 

Question No : 4 

A customer is implementing a massively scaled guest wireless network to support approximately 32,000 

clients. For ease of administration, they have required implementing multiple interfaces defined on the 

WLC and mapped to a single interface group. Which configuration meets this need?  

 

A. 264 interfaces of/25 sized networks  

 

B. 132 interfaces of/24 sized networks  

 

C. 66 interfaces of/23 sized networks  

 

D. 33 interfaces of /22 sized networks  

 

Answer: D  

 

 

Question No : 5  

An engineer wants to configure WebEx to adjust the precedence and override the QoS profile on the 

WLAN. Which configuration is needed to complete this task?  

 

A. Change the AVC application WebEx-app-sharing to mark  

 

B. Create an ACL for WebEx.  

 

C. Change the WLAN reserved bandwidth for WebEx.  

 

D. Create an AVC profile for WebEx marked with a lower DSCP value  
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Answer: A  

 

 

Question No : 6  

A network engineer is configuring QoS and sees a DSCP value of 40. To which CoS value will this be 

mapped?  

 

A. 4  

 

B. 3  

 

C. 5  

 

D. 2  

 

E. 1  

 

Answer: C  

 

 

Question No : 7 CORRECT TEXT  

Scenario  

One of your colleagues has setup a test network in the lab to simulate a new building atone of your 

regional offices. Your team is testing AP failover. Your colleague has requested you to configure the 

WLCs so that in the event of a loss of one of the WLCsthe other wings APs will fail over to the remaining 

WLC.  

The APs on the East-WLC-2504A should fail over to the West-WLC2-2504A, and the APs on the 

West-WLC2-2504A should fail over to the East-WLC-2504A.  

Set the priority of the APs so the backup controller recognizes the join request from the higher-priority AP 

and if necessary disassociates a lower-priority AP to provide access to an available port.  

Not all menus, tabs and features are supported.  

Topology  
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Answer: Pending  

 

 

Question No : 8  

A WLAN engineer has been asked to upgrade the software on a MSE 3365 Appliance. The engineer 

cannot access the system using the root password and the Grub password as the details had never been 

documented. How should the engineer perform the password recovery?  

 

A. Use a console cable.  

 

B. Contact Cisco TAC and arrange an RMA of the MSE.  

 

C. Boot the MSE using the software installation DVD.  
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D. The Password can be reset using Prime Infrastructure.  

 

Answer: A  

 

 

Question No : 9  

What devices can be tracked with the Cisco Context Aware Services?  

 

A. Only wired devices.  

 

B. Both wired and wireless devices.  

 

C. Only Cisco certified wireless devices.  

 

D. Only wireless devices.  

 

Answer: B  

 

 

Question No : 10 

Which network is connected by default when connecting to the unused Ethernet port of a MAP?  

 

A. the native VLAN that the MAP is connected to  

 

B. the VLAN that is associated with WLAN number 1 in the WLC  

 

C. the native VLAN that the WLC is connected to  

 

D. the VLAN that is associated with the SSID that the MAPs are communicating on  

 

Answer: A  

 

 

Question No : 11  

What are two functions of the RAP in a mesh network? (Choose two.)  

 

A. It provides a wired connection for the wireless mesh APs.  

 

B. It adds capacity and resilience to a mesh area.  

 

C. it creates a centralized management location for the mesh network.  

 

D. it reduces the hop count to the wireless network that is connected to the edge.  
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