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Question No: 1 
Which two components are required for creating a Native Supplicant Profile within a BYOD flow? (Choose 
two) 
A. Windows Settings 
B. Connection Type 
C. iOS Settings 
D. Redirect ACL 
E. Operating System 
Answer: C,E 
 
Question No: 2 
Which two endpoint compliance statuses are possible? (Choose two.) 
A. unknown 
B. known 
C. invalid 
D. compliant 
E. valid 
Answer: A,D 
 
Question No: 3 
Which command displays all 802 1X/MAB sessions that are active on the switch ports of a Cisco Catalyst 
switch? 
A. show authentication sessions output 
B. Show authentication sessions 
C. show authentication sessions interface Gi 1/0/x 
D. show authentication sessions interface Gi1/0/x output 
Answer: B 
 
Question No: 4 
Refer to the exhibit. 
Which command is typed within the CU of a switch to view the troubleshooting output? 

 
A. show authentication sessions mac 000e.84af.59af details 
B. show authentication registrations 



C. show authentication interface gigabitethemet2/0/36 
D. show authentication sessions method 
Answer: A 
 
Question No: 5 
What is a requirement for Feed Service to work? 
A. TCP port 3080 must be opened between Cisco ISE and the feed server 
B. Cisco ISE has a base license. 
C. Cisco ISE has access to an internal server to download feed update 
D. Cisco ISE has Internet access to download feed update 
Answer: C 
 
Question No: 6 
Which personas can a Cisco ISE node assume'? 
A. policy service, gatekeeping, and monitoring 
B. administration, policy service, and monitoring 
C. administration, policy service, gatekeeping 
D. administration, monitoring, and gatekeeping 
Answer: B 
 
Question No: 7 
Which three default endpoint identity groups does cisco ISE create? (Choose three ) 
A. Unknown 
B. whitelist 
C. end point 
D. profiled 
E. blacklist 
Answer: A,D,E 
 
Question No: 8 
Which Cisco ISE service allows an engineer to check the compliance of endpoints before connecting to the 
network? 
A. personas 
B. qualys 
C. nexpose 
D. posture 
Answer: D 
 
Question No: 9 
What is the purpose of the ip http server command on a switch? 
A. It enables the https server for users for web authentication 
B. It enables MAB authentication on the switch 
C. It enables the switch to redirect users for web authentication. 
D. It enables dot1x authentication on the switch. 




