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Question No: 1  

A technician is preparing to update an Ethernet Routing Switch (ERS) 550D and needs to see the existing 

configuration. How is the information to be displayed?  

  

A. Use the show running-config command.  

 

B. Use the configuration parameter qualifier.  

 

C. Use the show alt-modules command.  

 

D. Use the verbose qualifier.  

  

Answer: A      

  

 

Question No: 2  

Based on the command line output shown in the exhibit, how many Gigabit Ethernet ports are available 

on this Ethernet Routing SwitchlT (ERS) 8600?  

  

 

A. 16  

 

B. 24  

 

C. 26  

 

D. 28  
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Answer: A      

 

 

Question No: 3  

An Ethernet Routing Switch (ERS) 5000 Series Release 6.2 Is installed in environment.  

 

TO UPGRADE TO A version that includes new features, which statement about licenses is true?  

  

A. licenses are associated with software releases, not license feature levels.  

 

B. Remove the old license from the switch and load a new license file  

 

C. The features designated to the license level are available as soon as the upgrade is completed.  

 

D. Automatic Unit Replacement (AUR) automatically updates software feature license for any 

replacement stack unit, except the base unit.  

  

Answer: A       

  

 

Question No: 4  

Ethernet Routing Switch (ERS) 5500 portfolio shares a number of common hardware features. Which 

feature is unique to the ERS 5530 and is not available on the other ERS 5500 switches?  

  

A. Universal Serial Bus (USB) port  

 

B. Network management Ethernet port  

 

C. User Interface push button  

 

D. Console serial port  
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Answer: A       

  

 

Question No: 5  

A switch duster core composed of two Ethernet Routing Switch (ERS) 8600 switches has been property 

configured to supports new edge switch stack 802.1Q correctly configured on the edge switch stack. What 

will the switch core do with packets arriving from this edge stack?  

  

A. It will forward the packets to the Switch CPU.  

 

B. it will place them m the data VLAN.  

 

C. Pace them in the default VLAN (VLAN1)  

 

D. It will discard the packets  

  

Answer: A,B      

  

 

Question No: 6  

Traceroute allows a route to be traced to a network using an Ethernet Routing Switch (ERS) 8600 CLI 

command. How could you use it to limit the number of hops the traceroute reports?  

  

A. Configure the –P (base UDP port) to the number of maximum number hops.  

 

B. Configure the –q (number of probes per TTL) to the number maximum number of hops.  

 

C. Configure the –m (maximum TTL value) to the number of maximum number of hops.  

 

D. Configure the –w (wait time per probe) to the number of maximum number of hops.  

  

Answer: C      

  

 

Question No: 7  

Syslog in the Ethernet Routing Switch (ERS) 8600 allows the mapping of ERS 8600 errors to specified to 

be specified to the facility local 0-local 7. What is another place of information that syslog provides.  

  

A. Security level  

 

B. Message frequency   

 

C. Syslog table location   
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D. System status   

  

Answer: A      

 

 

Question No: 8  

When configuring a new Ethernet Routing Switch (ERS) 8000 using the default interface, the attempt to 

load an ACLI configuration fails because the default interface is the CLI. How is the ACLI interface 

obtained?  

  

A. Change the interface type in the config.cfg file.  

 

B. Change the ACLI boot flag and save the boot configuration file.  

 

C. Exit the CLI and choose ACLI at the interface manager prompt.  

 

D. Use the abort command and enter ‘no’ at the default interface.  

  

Answer: C      

  

 

Question No: 9  

Which CLI command is used to validate that synchronization for High Availability mode is set correctly?  

  

A. Show ha  

 

B. Show ha-all  

 

C. Show ha-state  

 

D. Show ha-sync  

  

Answer: B      

  

 

Question No: 10  

What does Ping snoop identify?  

  

A. The path that IP traffic takes over an MLT or SMLT  

 

B. The rate of IP traffic flow  

 

C. Which port filter is best to use on MLT networks  
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D. Rate limiting for ICMP traffic  

  

Answer: A      

  

 

Question No: 11  

Consider the following port conditions on an Ethernet Routing Switch (ERS) 8648GTRS 10/100/1000 

Ethernet I/O module:   

Left LED – green  

Right LED – flashing   

What is the status of the port?  

  

A. The link speed is 100 Mbp, and the port is disabled.  

 

B. The link speed is 1000 Mbps, and the port is disabled.  

 

C. The link speed is 100 Mbps, and the port is passing traffic.  

 

D. The link speed is 1000 Mbps, and the port is passing traffic.  

  

Answer: D      

  

 

Question No: 12  

Refer to the exhibit.  

 

Based on the command line output shown in the exhibit, how many Gigabit Ethernet ports are available 

on this Ethernet Routing Switch (ERS) 8600?  

  

A. 3  

 

B. 48  
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