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Question No : 1 

What is the basic difference in the manner in which a client location is determined on a map when using 

Cisco WCS Location v7.0 versus Cisco WCS Base?  

 

A. Cisco WCS Base uses SNR from two or more APs, and Cisco WCS Location uses the SNR from the 

closest AP.  

 

B. Cisco WCS Base uses highest SNR signal from a single AP, and Cisco WCS Location uses highest 

SNR signal from two or more APs.  

 

C. Cisco WCS Base uses RSSI from a single AP, and Cisco WCS Location compares the RSSI signal 

strength from two or more APs.  

 

D. Cisco WCS Base uses RSSI from two or more APs, and Cisco WCS Location uses RSSI from the 

closest AP.  

 

Answer: C  

 

 

Question No : 2  

An engineer is deploying an outdoor Mesh network. What are the four major factors that should be 

considered? (Choose four.)  

 

A. line of sight  

 

B. power  

 

C. buildings  

 

D. mounting  

 

E. power lines  

 

F. satellite dishes  

 

G. network connectivity  

 

H. traffic lights  

 

Answer: A,B,D,G  
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Question No : 3  

What is the optimal distance between APs for location services without taking into consideration the 

physical environment?  

 

A. 90 to 120 feet  

 

B. 80 to 100 feet  

 

C. 40 to 70 feet  

 

D. 10 to 25 feet  

 

E. 5 to 20 feet  

 

Answer: C  

 

 

Question No : 4  

What is a typical attenuation value for a cinder block wall?  

 

A. 3dB  

 

B. 4dB  

 

C. 6dB  

 

D. 12dB  

 

Answer: B  

 

 

Question No : 5  

What are the most appropriate channels for an 802.11a/n VoWLAN survey and deployment in the FCC 

domain?  

 

A. 4 channels of UNII-1  

 

B. 8 channels of UNII-1, and UNII-2  

 

C. 8 channels of UNII-1, and UNII-3  

 

D. 15 channels of UNII-2, and UNII-2 extended  
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E. 23 channels of UNII-1, UNII-2, UNII-2 extended, and UNII-3  

 

F. 24 channels of UNII-1, UNII-2, UNII-2 extended, UNII-3, and ISM  

 

Answer: C  

 

 

Question No : 6  

Which two statements best describe the Fresnel zone related to an outdoor RF point-to-point link? 

(Choose two.)  

 

A. single elliptical area surrounding an RF line of sight  

 

B. multiple elliptical areas surrounding an RF line of sight  

 

C. extends vertically  

 

D. extends horizontally  

 

E. extends three-dimensionally  

 

Answer: B,E  

 

 

Question No : 7 

What is the attenuation of a wireless signal that passes through a cider block wall?  

 

A. 3 dB  

 

B. 4 dB  

 

C. 6 dB  

 

D. 12 dB  

 

Answer: B  

 

 

Question No : 8  

Which choice best describes RF challenges for outdoor mesh site survey and deployment?  

 

A. Reflection  
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B. Reflection, absorption  

 

C. Diffraction  

 

D. Diffraction, scattering  

 

E. Reflection, absorption, diffraction, scattering  

 

Answer: E  

 

 

Question No : 9  

What three pieces of information should be included in an installation report? (Choose three.)  

 

A. software versions of each AP  

 

B. configuration files for each WLC  

 

C. switch connection for each MAP  

 

D. license file for each RAP  

 

E. radio status for each AP  

 

F. mobility group name for each WLC  

 

Answer: A,B,E  

 

 

Question No : 10 

Refer to the exhibit. 
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After performing a Layer 1 survey using Cisco Spectrum Expert, what is the result indicated by the visual 

screen?  

 

A. Normal 802.11g activity  

 

B. Microwave oven interference  

 

C. Video camera interference  

 

D. Bluetooth device interference  

 

E. RF jammer  

 

Answer: B  

 

 

Question No : 11  

Which two of the following are considered best practices upon the completion of a wireless installation? 

(Choose two.)  

 

A. Consult with the customer to ensure that the IT staff has a complete set of design and installation 

documents.  

 

B. Test all the customer's wireless devices and applications to ensure they are working properly.  

 

C. Make sure the customer is aware that they should consider purchasing a support contract immediately 

after the installation is complete.  
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D. Spend time with the customer showing them the controller GUI as well as inform them how they can 

reach the Cisco TAC if they have any problems.  

 

Answer: A,B  

 

 

Question No : 12  

When performing a post-installation audit with an auditing tool such as Ekahau, which three steps are 

associated with the passive portion of the audit? (Choose three.)  

 

A. Check for co-channel interference.  

 

B. Make sure you emulate your customer client.  

 

C. Survey by SSID to ensure roaming is taking place.  

 

D. Check that you have adequate signal levels as surveyed.  

 

E. Verify that the network traffic of physical data rate and packet loss meets user requirements.  

 

F. Verify AP announced data rate coverage.  

 

Answer: A,D,F  

 

 

Question No : 13  

You have completed a WLAN site survey for a customer. Which two pieces of information will need to be 

included in the final customer report? (Choose two.)  

 

A. Location and placement of application servers  

 

B. The number of active users that are planned to use the system in a specific area  

 

C. The number of APs dedicated to location services  

 

D. The results from customer end user interviews  

 

E. Analysis of WLAN signals on the networks of neighboring companies  

 

Answer: B,C  

 

 

Question No : 14  
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Which two types of information should be included in the installation inventory portion of the 

post-installation report? (Choose two.)  

 

A. All AP, controller, and MSE administrator credentials  

 

B. The number and type of all WLAN clients and tags  

 

C. The names, locations, IP addresses, MAC addresses, etc. for every AP, controller, and MSE in the 

WLAN  

 

D. Results of the coverage audit performed with the site survey mapping tool  

 

Answer: A,C  

 

 

Question No : 15  

An engineer is deploying centralized wireless solution with a 5508 controller. What is the most AP 

licenses that can be supported?  

 

A. 50  

 

B. 100  

 

C. 250  

 

D. 500  

 

E. 1000  

 

Answer: D  

 

 

Question No : 16  

You have been contacted by a medium sized medical center to do a site survey of their existing WLAN. 

The current network is set up with multiple SSIDs/VLANs to separate voice and data and the networks 

functioning properly. The medical center would like to add Vocera voice badges to the existing VoWLAN. 

Which two issues need to be considered during the site survey? (Choose two.)  

 

A. The additional voice endpoints may increase additional load, which may increase delay in the WLAN 

and cause voice quality to degrade.  

 

B. There will not be any issues due to adding the Vocera voice badges because they are point-to-point 

devices and do not require the infrastructure to communicate.  
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C. Verify the WLAN is multicast enabled for Vocera voice badges.  

 

D. To make these devices as efficient as possible, the Vocera voice badges should be placed on their 

own unicast SSID/VLAN.  

 

E. Verify the WLAN that is being used by the Vocera voice badges is configured in the WLC to use the 

Gold QoS value.  

 

Answer: A,C  

 

 

Question No : 17  

A company needs to link two buildings, separated by 100 feet of parking lot, with Cisco 1300 bridges. 

Which three Cisco recommended antennas should be used? (Choose three.)  

 

A. AIR-ANT5959  

 

B. AIR-ANT1949  

 

C. AIR-ANT1728  

 

D. AIR-ANT24120  

 

E. AIR-ANT2506  

 

F. AIR-ANT2410Y-R  

 

Answer: B,E,F  

 

 

Question No : 18  

Refer to the exhibit.  
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After performing a Layer 1 survey using Cisco Spectrum Expert, what is the result indicated by the visual 

screen?  

 

A. Normal 802.11b activity  

 

B. Normal 802.11g activity  

 

C. Microwave oven interference  

 

D. Video camera interference  

 

E. Bluetooth device interference  

 

Answer: E  

 

 

Question No : 19  

Which tool can best provide throughput verification?  

 

A. WLC > Monitor > Clients > LinkTest  

 

B. WaveDeploy  

 

C. InSSIDer  
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D. Xirrus Wi-Fi Inspector  

 

Answer: B  

 

 

Question No : 20  

A network engineer acquired a floor plan of a building, temporarily mounted an 1132 AP, associated a 

wireless NIC to the AP, and began documenting packet exchanges between the AP and the wireless NIC 

while walking throughout the facility. What best describes what the engineer was doing?  

 

A. Air Magnet predictive site survey  

 

B. Cisco Spectrum expert Survey  

 

C. Ekahau active site survey  

 

D. Air Magnet passive site survey  

 

Answer: C  

 

 

Question No : 21  

Which infrastructure issue needs to be verified and potentially resolved before deploying a centralized 

802.11n WLAN?  

 

A. That all the access layer switches that the 802.11n APs will connect to support 802.3af power.  

 

B. That all the access layer switches that the 802.11n APs will connect to contain 10/100/1000 Ethernet 

ports.  

 

C. The location of application and authentication servers.  

 

D. The proposed location for the WDS server.  

 

E. The proposed location for the WCS.  

 

Answer: B  

 

 

Question No : 22  

The customer site requires Cisco 1400 bridges with 28dBi external antennas in a PTP design. What is the 

maximum power setting allowed by Cisco?  
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