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Question No : 1  

Which two VoWLAN configuration parameters are required to implement a Vocera Communications 

System on a Cisco WLC v7.0? (Choose two.)  

 

A. Enable WLC broadcast for WLANs.  

 

B. Enable WLC multicast for WLANs.  

 

C. Disable WLAN WMM.  

 

D. Adjust the radio EDCA profile.  

 

E. Enable WLAN WMM.  

 

Answer: B,C  

 

 

Question No : 2  

A company is deploying multicast over wireless that needs to be in a multicast-multicast mode. The 

access points are not receiving multicast traffic from the wireless controller. What command would display 

the needed information to determine if the AP has joined the multicast group?  

 

A. show ip igmp groups  

 

B. show ip mroute  

 

C. show ip route  

 

D. show ip multicast routing  

 

E. show igmp routes  

 

F. show pim multicast  

 

Answer: A  

 

 

Question No : 3  

An engineer notices that the batteries on a Cisco 792X series wireless phone are draining quite a bit even 

while not placing calls. What should be changed on the SSID to fix this?  
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A. set DTIM to 2 on the operational band of the voice clients  

 

B. enable U-APSD on the WLAN to save power  

 

C. enable Multicast Direct to cut down on the multicast processing  

 

D. set P2P to forward down-stream so that clients are not interfering with each other  

 

Answer: A  

 

 

Question No : 4  

Refer to the exhibit.  

 

What two items of multicast information can be interpreted from the WLC display? (Choose two.)  

 

A. WLC-to-AP multicast mode is configured for Unicast.  

 

B. WLC-to-AP multicast mode is configured for multicast.  

 

C. IGMP snooping is disabled.  

 

D. IGMP snooping is enabled.  

 

E. VideoStream is allowed for the wireless client.  

 

F. VideoStream is not allowed for the wireless client.  

 

Answer: D,E  

 

 

Question No : 5  

A customer has requested help in configuring priority for emergency calls. What setting needs to be 

enabled to allow for wireless phones to make emergency calls no matter the load on the access point?  

 

A. expedited bandwidth  

 

B. reserved roaming bandwidth reservation  
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C. static CAC reservation  

 

D. SIP CAC  

 

Answer: A  

 

 

Question No : 6  

What is the minimum overhead (header plus FCS) added by 802.11 (no encryption, no WMM) between a 

wireless client and an AP?  

 

A. 18 B  

 

B. 24 B  

 

C. 28 B  

 

D. 35 B  

 

E. 36 B  

 

F. 48 B  

 

Answer: C  

 

 

Question No : 7  

You are given a new single Cisco 2500 Series Wireless Controller with 8 to 12 APs. Which two 

statements describe the minimum required multicast configuration? (Choose two.)  

 

A. Enable Global Multicast Mode.  

 

B. Enable IGMP Snooping.  

 

C. Configure the IGMP Timeout for 60 seconds.  

 

D. Configure the IGMP Query Interval for 20 seconds.  

 

E. Enable the WLAN Multicast VLAN feature.  

 

F. Enable WLC to AP Multicast Mode for multicast.  

 

G. Enable WLC to AP Multicast Mode for unicast.  
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Answer: A,F  

 

 

Question No : 8  

A customer has configured a wireless LAN controller and set the 802.11a/n data rates. All rates are 

enabled where 5.5 Mbps, 11 Mbps, and 24 Mbps are set to Mandatory. What will APs send over the 24 

Mbps data rate?  

 

A. channel announcements  

 

B. beacons  

 

C. DTPC support  

 

D. multicast broadcast  

 

Answer: D  

 

 

Question No : 9  

Using proper VoWLAN design practice, what would be a reasonable total number of calls for a properly 

designed 802.11a cell to ensure call quality?  

 

A. 4  

 

B. 7  

 

C. 14  

 

D. 20  

 

E. 25  

 

F. 27  

 

Answer: D  

 

 

Question No : 10  

When verifying a voice survey with a Cisco 7925G phone in site survey mode, what information can be 

found in the CU field?  

 

A. Channel Utilization  
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B. Connected Users  

 

C. Channel Used  

 

D. Channel Unavailable  

 

E. Concurrent Users  

 

F. CUCM Users  

 

Answer: A  

 

 

Question No : 11  

A customer has deployed an N+N redundant wireless infrastructure. In this deployment, the access points 

have been salt and peppered between controllers. What configuration would be necessary to cut down on 

the use of mobility tunnels for voice clients?  

 

A. re-anchor roamed voice clients  

 

B. KTS based CAC  

 

C. mobility anchor  

 

D. media session snooping  

 

Answer: A  

 

 

Question No : 12 

After implementing 802.11n SGI in a noisy environment increased interference is noted, at what level 

would the interference be introduced by the change?  

 

A. symbols  

 

B. packets  

 

C. headers  

 

D. ACKs  

 

Answer: A  
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Question No : 13  

A customer using a 7925 phone reports that sometimes the music on hold does not come through or is 

choppy. The engineer checks the location history and notices it tends to occur toward the edge of the cell. 

The APs have their data rates set to 12Mbps as.mandatory where all rates below are disabled. What is 

the cause of this issue?  

 

A. beacons have been disabled  

 

B. mandatory data rates set too high  

 

C. the phone requires the 11Mbps rate  

 

D. unicast is enabled  

 

Answer: B  

 

 

Question No : 14  

A wireless network needs for QoS to be mapped end-to-end to provide reliability for network applications. 

What two port configurations and QoS markings should be utilized for the switch to accept the APs tags? 

(Choose two.)  

 

A. For a local mode AP, the switchport should be configured as an access port trusting the DSCP tag from 

the AP.  

 

B. The switch should have MLS QoS enabled with all uplink and downlink ports configured to trust CoS 

tags. All uplink switches need to trust the CoS tags.  

 

C. The switch should have MLS QoS enabled with all uplink and downlink ports configured to trust DSCP 

tags. All uplink switches need to trust the DSCP tags as well.  

 

D. For a local mode AP, the switchport should be configured as an access port trusting the CoS tag from 

the AP.  

 

E. For a local mode AP the switchport should be configured as a trunk port trusting both DSCP or CoS 

tags from the AP.  

 

Answer: A,B  

 

 

Question No : 15  

Which DHCP option is used by Vocera badges to reach a Cisco Unified Communications Manager?  
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A. Set the option to 66.  

 

B. Set the option to 43.  

 

C. Set the option to 150.  

 

D. No option is required.  

 

Answer: D  

 

 

Question No : 16  

What is the best practice for configuring data rates for an 802.11g VoWLAN deployment?  

 

A. Configure mandatory data rates of 12 and 54 Mb/s. Disable data rates below 6 Mb/s, and configure all 

other data rates as supported.  

 

B. Configure a mandatory data rate of 6 Mb/s. Disable data rates below 6 Mb/s, and configure all other 

data rates as supported.  

 

C. Configure a mandatory data rate of 11 Mb/s. Disable data rates below 11 Mb/s, and configure all other 

data rates as supported.  

 

D. Configure a mandatory data rate of 12 Mb/s. Disable data rates below 12 Mb/s, and configure all other 

data rates as supported.  

 

Answer: D  

 

 

Question No : 17  

What three changes occur when you replace a legacy 802.11a/b/g Cisco AP with an 802.11a/b/g/n Cisco 

3500 Series AP? (Choose three.)  

 

A. increased data rate at reduced distance  

 

B. increased data rate at same distance  

 

C. increased data rate at increased distance  

 

D. benefits in 2.4 GHz only  

 

E. benefits in 5 GHz only  

 

http://www.examkiller.net/exam-642-742.html
http://www.examkiller.net/exam-642-742.html
www.examkiller.net


Cisco 642-742 Exam 

 

                             Leading the way in IT testing and certification tools, www.examkiller.net 

F. benefits in both 2.4 and 5 GHz  

 

Answer: A,B,F  

 

 

Question No : 18 DRAG DROP  

 

 

Answer:  

 

 

 

 

Question No : 19  

After enabling multicast direct on a WLAN set to Gold QoS, an engineer notices clients are not receiving 

the video correctly. What setting will correct this issue?  

 

A. enable best effort QoS Admission  

 

B. disable best effort QoS Admission  

 

C. change WLAN QoS to Platinum  

 

D. change WLAN QoS to Silver  

 

E. increase RRC Priority of Stream  

 

F. decrease RRC Priority of Stream  

 

Answer: A  
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Question No : 20  

Which statement best describes the ideal VoWLAN design?  

 

A. smaller cells with all data rates enabled to ensure that all clients can associate  

 

B. smaller cells with higher data rates enabled and admission control enabled through WMM  

 

C. larger cells with higher data rates enabled and WPA2 to secure voice conversations  

 

D. smaller cells with higher data rates enabled and no overlap to prevent co-channel interference  

 

Answer: B  

 

 

Question No : 21  

A Cisco 7925 phone at a client's location is not registering with CUCM. The engineer analyzes a packet 

capture, sees that the phone receives an IP, and downloads the proper configuration file from TFTP 

successfully. What type of messages should the phone be sending at this point?  

 

A. H.245  

 

B. H.323  

 

C. MCGP  

 

D. SCCP  

 

Answer: D  

 

 

Question No : 22  

A downstream packet containing a DSCP value arrives at the WLC Ethernet interface from the wired 

source network. The WLC is configured for QoS WLAN 802.1p mapping. How does the WLC treat the 

CAPWAP QoS marking when leaving the controller interface for the  

 

A. No outer CAPWAP or inner QoS tagging is applied.  

 

B. No outer CAPWAP QoS tag is applied, but the original DSCP is maintained inside CAPWAP.  

 

C. The outer CAPWAP CoS is marked and capped while the inner DSCP maintains the original marking.  

 

D. The outer CAPWAP DHCP is marked and capped without any inner DSCP value.  
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Answer: C  

 

 

Question No : 23  

An engineer is studying the TSM for a VoWLAN user experiencing issues using a CCXv3 device. What 

two items will be shown? (Choose two.)  

 

A. uplink packet latency  

 

B. uplink packet loss  

 

C. downlink packet latency  

 

D. downlink packet loss  

 

E. uplink MOS score  

 

F. downlink MOS score  

 

Answer: C,D  

 

 

Question No : 24  

You have a VoWLAN configured for platinum QoS, WMM, and CAC. IP phones for this VoWLAN include 

the Nokia and Cisco Unified Wireless IP Phones 7920G (pre-v2.0 firmware), 7921G, and 7925G. The 

Wireless IP Phones 7921G and 7925G work properly, but the Nokia and the Wireless IP Phones 7920G 

associate with the WLAN but cannot place calls. What is the issue?  

 

A. The lowest mandatory speed in the WLAN is too high and needs to be reduced.  

 

B. The Cisco Unified Wireless IP Phones 7920G and Nokia IP phones do not support TSPEC.  

 

C. EDCA needs to be enabled on the WLAN.  

 

D. HCCA needs to be enabled on the WLAN.  

 

E. The reserved roaming bandwidth setting is set too low.  

 

F. The expedited bandwidth setting needs to be enabled.  

 

Answer: B  
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