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Question No : 1 

How do HP MSM products, which support the optimized WLAN architecture, forward client traffic onto the 

wired network?  

 

A. The APs always forward traffic directly onto the wired network, thereby optimizing the traffic flow.  

 

B. The controller always forwards traffic onto the wired network, thereby simplifying management and 

improving security.  

 

C. While an individual AP must either forward all traffic locally or forward all traffic to the controller, 

different APs can exhibit different behaviors based on the needs of the company.  

 

D. The APs can forward traffic for some VSCs directly onto the wired network and forward traffic for 

tunneled or access-controlled VSCs to the controller.  

 

Answer: D  

 

 

Question No : 2  

The MSM APs in an MSM solution are configured to use Automatic Channel Selection (ACS) on their 2.4 

GHz radios. Which adjustment would cause the ACS to function more efficiently?  

 

A. Enabling channel bonding  

 

B. Selecting all of the channels that are allowed in the corresponding country and area  

 

C. Excluding all channels except the three channels that are valid for the environment  

 

D. Configuring ACS to run multiple times per day  

 

Answer: B  

 

 

Question No : 3  

The Use Controller for Access Control option is selected of a VSC that is defined on an HP MSM 

Controller.  

The VSC enforces MAC-Auth to an external RADIUS server and also users a wireless MAC filter Allow list. 

A client attempts to connect to the WLAN associated with this VSC its MAC address is defined ass 

allowed on the external RADIUS server but is not listed on the VSC's Wireless MAC filter Allow list.  

What happens when the client attempts to connect?  
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A. The client can connect and forward traffic and no errors are logged.  

 

B. The client cannot connect or forward traffic.  

 

C. The client can connect but can only forward traffic to devices on the wireless MAC filter allow list.  

 

D. The client can connect and forward traffic but an error is logged on the controller.  

 

Answer: C  

 

 

Question No : 4  

Two HP MSM Controllers have established a team. The team manager fails. Which statements correctly 

describe the failover behavior? (Select two.)  

 

A. APs managed by the team manager no longer appear in the team's web browser interface, but the APs 

continue to support non-access-controlled APs.  

 

B. Clients connected to non-access controlled VSCs do not experience any loss of connectivity.  

 

C. Administrators can continue to configure settings on the team by using the interim manager.  

 

D. Clients connected to access-controlled VSCs do not experience any loss of connectivity.  

 

E. Administrators can contact the team IP address and monitor controlled APs in the web browser 

interface.  

 

Answer: C,E  

 

 

Question No : 5  

A company CEO hears about Hole 196 and is concerned that WPA/WPA2 will not protect the company's 

wireless communications from eavesdroppers.  

Which statement accurately describes this vulnerability?  

 

A. Hole 196 exploits a weakness in the WPA encryption algorithm but does not compromise WPA2.  

 

B. Hole 196 allows an unauthorized user to spoof MAC addresses and detect the Group Transient Key 

(GTK).  

 

C. Hole 196 exploits a weakness in both the WPA/WPA2 encryption algorithm, but a user can download a 

patch from their station or AP vendor.  
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D. Hole 196 allows malicious authorized users to implement attacks such as ARP poisoning.  

 

Answer: D  

 

 

Question No : 6 

You have decided to limit access to the management GUI to clients on your local network. This requires 

you to select which item from Active interfaces on your Management screen?  

 

A. VPN  

 

B. LAN port  

 

C. Internet port  

 

D. VLAN/GRE item  

 

Answer: B  

 

 

Question No : 7  

When does 802.1X authentication of a wireless station occur?  

 

A. It occurs after the 802.11 association process, but before the 802.11 authentication process.  

 

B. It occurs after the 802.11 association process.  

 

C. It occurs in place of the 802.11 authentication process.  

 

D. It occurs after the 802.11 authentication process, but before the 802.11 association process.  

 

Answer: B  

 

 

Question No : 8  

Which process matches VSCs with Groups?  

 

A. Binding  

 

B. Synchronizing  

 

C. Batching  
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D. Grouping  

 

Answer: A  

 

 

Question No : 9 

A company has an HP MSM solution that consists of an HP MSM760 Access Controller and controlled HP 

MSM APs. The solution includes a VSC that enforces local Web-Auth (HTML- based user login) using 

web pages and guest accounts configured on the controller The company wants to prevent guests from 

logging in after normal business hours. Which action describes the correct setting to meet these 

requirements?  

 

A. Create a subscription plan that specifies the valid login times, and apply the plan to the guest accounts.  

 

B. Configure the valid login times in a RADIUS server policy, which then apply to the site or to individual 

user accounts.  

 

C. Set the valid login times in the Virtual Service Community (VSC) used by guests.  

 

D. Set the valid login times in the global access control settings of the controller (Controller? Public 

access > Access control).  

 

Answer: C  

 

 

Question No : 10  

A network administrator maps a network profile with aVLAN ID 512 to the LAN port of an HP MSM765zl 

Mobility Controller The network administrator configures an IP interface for this profile and intends to 

contact and manage the controller on this interface.  

All other settings remain at default.  

What is one step that the network administrator must complete before connecting to the controller on its 

new IP address?  

 

A. Set the untagged LAN port network interface IP address to none.  

 

B. Enable Spanning Tree Protocol (STP) on the interface.  

 

C. Select the new IP interface as an active interface in the Controller .Management>; Management tool 

window  

 

D. Set the IP interface as the authorized egress VLAN in the default VSC.  

 

Answer: D  
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Question No : 11 

What is a proper use for an ingress VLAN in an HP MSM VSC?  

 

A. To specify the VLAN on which APs forward traffic from clients connected to the VSC  

 

B. To enable controlled MSM APs to tunnel wireless guest traffic successfully  

 

C. To map traffic from wired guest clients to an access-controlled VSC  

 

D. To specify the VLAN on which the controller forwards traffic from clients connected to the VSC  

 

Answer: A  

 

 

Question No : 12  

A company has an MSM solution that includes an MSM 760 Controller and MSM APs. The VSC for the 

employees does not use the controller for access control, nor does it use wireless mobility. Employees' 

wireless clients should be assigned to VLAN 10. How should the Ethernet network administrators design 

VLAN 10?  

 

A. Extend VLAN 10 from its default router to the MSM Controller's LAN port.  

 

B. Extend VLAN 10 from its default router to the APs' switch ports  

 

C. Extend VLAN 10 from the MSM Controller's LAN port to the APs' switch ports.  

 

D. Extend VLAN 10 from its default router to the MSM Controller's Internet port.  

 

Answer: C  

 

 

Question No : 13  

A network administrator wants to use a dedicated link for teaming communications between two HP 

MSM720 Controllers. In each MSM720's teaming settings, the administrator selects port 4 and sets the 

VLAN ID to 101. What is the correct setting for the port 4 network profile?  

 

A. A network profile without a VLAN ID  

 

B. A network profile with a VLAN ID that is not used in any another profile  

 

C. A network profile with VLAN ID 101 D. The default network profile (Access network)  

 

Answer: C  
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