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Question No : 1 

A business deploys a wireless network that includes an HP 10500/7500 module and 120 access points 

(APs). They plan to increase the number of APs to 250. Which step must be performed in order to register 

the upgrade's license management feature?  

 

A. On the controller, in System view, enter the command license register ap.  

 

B. On the controller, in User view, enter the command license register ap.  

 

C. On the controller, in the My Networking Windows, select the update licenses option.  

 

D. On the controller, in License view, enter the command register ap.  

 

Answer: D  

 

 

Question No : 2  

An administrator changes the setting for VLAN 200 on an HP 830 switch from tagged to untagged. How 

will this change affect the traffic sent over VLAN 200?  

 

A. Traffic sent over VLAN 200 will be forwarded to untagged VLAN 1.  

 

B. Tagged management traffic can no longer be sent on VLAN 200.  

 

C. Traffic sent over VLAN 200 will have the 802.1Q tag removed.  

 

D. Tagged traffic sent over VLAN 200 will be forwarded without changing the 802.1Q tag.  

 

Answer: D  

 

 

Question No : 3  

A network administrator is setting up a wireless network secured by 802.1X authentication in EAP mode 

with an HP BYOD solution. What is an important concept to remember when configuring a Windows 

laptop to access the wireless network?  

 

A. Root certificates from a Certificate Authority are not needed. The laptop will validate the RADIUS 

certificate using its client certificate.  

 

B. Do not validate any certificates sent by the RADIUS server. This may cause security issues.  
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C. User Access Manager can self-generate its own certificate, and this kind of certificate does not need 

any validation.  

 

D. To automatically validate a certificate sent by User Access Manager (UAM), a client must have a root 

certificate from the Certificate Authority that issued the UAM certificate  

 

Answer: A  

 

 

Question No : 4 

A network administrator sets up the DHCP relay on an HP Comware Layer 3 device that forwards IP 

traffic between the VLANs associated with the wireless SSID with these commands.  

 

What must the administrator configure prior to enabling the DHCP relay to the DHCP server on 

10.0.0.200 in the interface vlan-interface 100?  

 

A. Option A  

 

B. Option B  

 

C. Option C  

 

D. Option D  
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Answer: A  

 

 

Question No : 5 

When does DHCP fingerprinting of endpoints occur within an HP BYOD solution?  

 

A. when User Access Manager validates the user account  

 

B. when endpoints access the BYOD registration page  

 

C. when endpoints obtain an IP address  

 

D. when endpoints are authenticated  

 

Answer: D  

 

 

Question No : 6  

A branch location is deploying standalone wireless access points (APs). What can be used to configure 

and manage these APs? (Select two.)  

 

A. Access Controller  

 

B. Web interface  

 

C. IMC/UAM  

 

D. IMC/EAD  

 

E. CLI  

 

Answer: B,E  

 

 

Question No : 7  

A company is deploying HP MSM 802.11n Dual Radio Access Points (APs). Connected clients will be a 

combination of 802.11b, g, and n devices. The company does not expect 802.11a devices to connect to 

the network. The company has asked the WLAN architect to maximize throughput.  

To meet these customer requirements, how should the WLAN architect configure transmit protection?  

 

A. Both radios should be configured to support CTS-to-self.  

 

B. The 2.4 GHz radio should be configured to use RTS/CTS, and the 5 GHz radio should be configured to 
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use no transmit protection.  

 

C. The 2.4 GHz radio should be configured to use CTS-to-self, and the 5 GHz radio should be configured 

to use no transmit protection.  

 

D. The 2.4 GHz radio should be configured to use RTS/CTS, and the 5 GHz radio should be configured to 

use CTS-to-self  

 

Answer: B  

 

 

Question No : 8  

Refer to the exhibit.  

 

A company wants to connect a mid-size branch office to their corporate location. An HP 10500/7500 

Unified Wired-Wireless module is deployed at the corporate location. A maximum of six HP MSM access 

points will be deployed at the branch location.  

The company wants to connect both wired and wireless clients to using switches that enable the clients to 

enforce consistent policies across the corporate and branch locations. Due to the instability of the IP 

network between the locations, the company does not want to implement remotely-managed access 

points.  

Which HP device meets these customer requirements and is the most cost effective solution for the 

branch location?  

 

A. HP 830  

 

B. HP 870  

 

C. HP 2920  

 

D. HP 7500  
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Answer: A  

 

 

Question No : 9 

Where can a network administrator check for successful authentication in User Access Manager?  

 

A. User Access Log > Auth Failure Log  

 

B. User Access > LDAP Users  

 

C. User Access Log > Access Details  

 

D. User Access > Access Device Log  

 

Answer: D  

 

 

Question No : 10  

Refer to the exhibit.  

 
The access controller (AC) has configured session-mode load balancing. The maximum number of 

sessions is configured as 5. The maximum session gap is configured as 4.  

Client 1 is associated with API Clients 2 to 6 are associated with AP2. Client 7 can only hear AP2. Client 7 
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attempts to associate to AP2.  

What happens?  

 

A. AP2 allows client 7 to associate with it, after client 7 sends multiple association attempts to AP2.  

 

B. AP2 accepts client 7 association requests and forces client 2 to connect to AP1 by sending client 2 a 

disassociation request  

 

C. AP2 accepts client 7 association requests, as the load balancing threshold values have not been met.  

 

D. AP2 rejects all client 7 association requests.  

 

Answer: B  

 

 

Question No : 11  

Which statement is correct about passwords when a network administrator synchronizes User Access 

Manager (UAM) with an Active Directory server?  

 

A. Passwords are set but with a different salt value.  

 

B. Passwords set in the Active Directory must be reset to different values when synchronized with UAM.  

 

C. Passwords are stored in clear text in UAM.  

 

D. Passwords are checked against the Active Directory during authentication.  

 

Answer: D  

 

 

Question No : 12  

What is the maximum data rate that a 2x3 Ml MO 802.11 n enabled device can transmit at?  

 

A. 54Mb/s  

 

B. 150 Mb/s  

 

C. 300 Mb/s  

 

D. 450 Mb/s  

 

Answer: A  
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