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Question No : 1 

Referring to the exhibit, which two behaviors are expected if User B sends a frame with a destination MAC 

address of 00:26:88:02:74:88? (Choose two.)  

 

A. The frame will be received and processed by all host devices.  

 

B. The switch will receive and forward the frame.  

 

C. The frame will be received and processed by the User C device only.  

 

D. The switch will receive and discard the frame.  

 

Answer: B,C  

 

 

Question No : 2  

What are three physical interface properties? (Choose three.)  

 

A. clocking  

 

B. protocol family  

 

C. maximum transmission unit  
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D. frame check sequence  

 

E. virtual circuit identifier  

 

Answer: A,C,D  

 

 

Question No : 3  

What are three valid types of boot media on a Junos device? (Choose three.)  

 

A. flash drive  

 

B. optical drive  

 

C. emergency boot media  

 

D. hard disk  

 

E. NVRAM  

 

Answer: A,C,D  

 

 

Question No : 4  

You must verify end-to-end connectivity within your network.  

Which two troubleshooting tools meet this objective? (Choose two.)  

 

A. ping  

 

B. SNMP  

 

C. traceroute  

 

D. RMON  

 

Answer: A,C  

 

 

Question No : 5  

You must prepare a list of files that can be deleted to recover space on a Junos device.  

Which command will accomplish this task?  

 

A. show system storage  
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B. request system storage cleanup  

 

C. request system download clear  

 

D. show system resource-cleanup  

 

Answer: B  

 

 

Question No : 6  

Which two statements are true about SNMPon a Junos device? (Choose two.)  

 

A. The SNMP agent runs on a managed Junos device.  

 

B. The SNMP process does not need to be running to work on a Junos device.  

 

C. A Junos device only supports SNMPv1 and SNMPv2c.  

 

D. An SNMP inform message requests a response from the NMS.  

 

Answer: A,D  

 

 

Question No : 7  

What information would be learned by reviewing the output from theshow system uptimecommand? 

(Choose three.)  

 

A. the date and time that the configuration last changed  

 

B. the current software version  

 

C. the current date and time  

 

D. the date and time when the last user logged into the device  

 

E. the date and time that the system booted  

 

Answer: A,C,E  

 

 

Question No : 8  

What information would be seen in the output of the show chassis environment command? (Choose two.)  
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A. fan speed  

 

B. part number  

 

C. temperature  

 

D. serial number  

 

Answer: A,C  

 

 

Question No : 9  

Which two statements are true about the Junos chassis daemon? (Choose two.)  

 

A. You can parse the chassis daemon log to view the details and time lines for hardware events that have 

occurred.  

 

B. The show log dcd command allows you to view chassis related events.  

 

C. You cannot parse the chassis daemon log to view the details and timelines for hardware events that 

have occurred.  

 

D. The show log chassisd command allows you to view chassis related events.  

 

Answer: A,D  

 

 

Question No : 10  

You must view the /var/log/messages file from the operational mode and filter only information related to 

the ae0 interface. The ge-0/0/0 and ge-0/0/1 interfaces are member links of the ae0 interface.  

Which command would you use to view this information?  

 

A. show log messages | match ae0  

 

B. show log messages | match "ge-0/0/0 | ge-0/0/1"  

 

C. show log | match ae0  

 

D. show log message  

 

Answer: A  
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Question No : 11 

When using change-control processes, which three actions must be considered? (Choose three.)  

 

A. Coordinate scheduling that will be least impactful to production.  

 

B. Coordinate scheduling that works best with the individuals involved.  

 

C. Perform testing in a production environment prior to change-control.  

 

D. Formalize the request based on company policies.  

 

E. Balance troubleshooting needs with productions risks.  

 

Answer: A,D,E  

 

 

Question No : 12  

An OSPF adjacency is not forming between two routers directly connected using SONET/SDH interfaces.  

What are two reasons for this behavior? (Choose two.)  

 

A. The data-link connection is down.  

 

B. The network type on both routers is point-to point.  

 

C. The IP subnets on both routers are different.  

 

D. The subnet masks on both routers are different.  

 

Answer: A,C  

 

 

Question No : 13  

Click the Exhibit button.  
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