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Question No: 1  

You want to create a data volume on aggr0 and you receive a message with the following warning:  

''Warning: You are about to create a volume on a root aggregate. This may cause severe performance or 

stability problems and therefore is not recommended. Do you want to proceed?''  

What is the reason for this severe performance or stability problem?  

 

A. Controller failover and storage failover are separate processes that must occur in parallel, otherwise 

problems will arise.  

 

B. The performance load generated by the data volume can be very strong, so it should not be shared 

with vol0 on aggr0, requiring a separate aggregate for it.  

 

C. The performance load generated by the vol0 cannot be shared with any other volume on aggr0, 

requiring a dedicated aggregate for it.  

 

D. Controller failover and storage failover are separate processes that must occur at different times, 

otherwise problems will arise.  

 

Answer: B  

 

 

Question No: 2  

You have completed a clustered Data ONTAP installation for a new customer. You are now ready to hand 

off the system to the customer.  

Which three actions should you take at this stage in the installation process? (Choose three.)  

 

A. Show the customer how to open a case with NetApp Support.  

 

B. Demonstrate System Manager and its functionality.  

 

C. Tell the customer to call their sales representative if there are further questions.  

 

D. Tell the customer you are finished and then leave the site.  

 

E. Show the customer how to set up a support account.  

 

Answer: A,B,E  

 

 

Question No: 3  
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What happens to the NTP configuration in clustered Data ONTAP 8.3 when a node joins a cluster?  

 

A. A node that joins a cluster has a separate NTP service.  

 

B. A node that joins a cluster automatically adopts the NTP configuration of the cluster.  

 

C. A node that joins a cluster must be manually configured in the NTP.  

 

D. A node that joins a cluster must reboot before running the NTP service.  

 

Answer: B  

 

 

Question No: 4  

You are assigned to install five DS2246 with twenty-four 400 GB SSDs per shelf to a single node system.  

According the NetApp, which statement is correct?  

 

A. You cannot install five SSD shelves to one System.  

 

B. You need at least two stacks.  

 

C. You need at least three stacks.  

 

D. You can put all shelves in one stack.  

 

Answer: D  

 

 

Question No: 5  

Which three types of interface groups are supported on NetApp storage systems? (Choose three.)  

 

A. single mode  

 

B. HA interconnect  

 

C. IPspaces  

 

D. static multimode  

 

E. dynamic multimode  

 

Answer: A,D,E  
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Question No: 6  

You have just configured the customer's first SVM with a LIF IP 10.0.0.10/24. The customer's DNS IP 

address is 172.16.0.250 and you are unable to ping it from the NetApp storage system, but you are able 

to ping the gateway and everything else works.  

In this scenario what is the problem?  

 

A. You need to have the DNS server on the same subnet as the LIF IP address.  

 

B. You need to add a static gateway to the LIFs routing group.  

 

C. You need to have the customer check the cable.  

 

D. You need to add an IPspace and domain broadcast to the port.  

 

Answer: D  

 

 

Question No: 7  

You are installing a 4-node cluster with two CN1610 switches. Your co-worker is setting up the switches, 

but accidentally deletes the current configuration.  

According to NetApp, what is the recommended way to restore the configuration?  

 

A. Install only one switch.  

 

B. Manually configure the ports as they are designated in the CN1601 and CN1610 Switch Setup and 

Configuration Guide.  

 

C. Reload the same reference file to the switch.  

 

D. Copy the configuration from a switch that is working.  

 

Answer: D  

 

 

Question No: 8  

Which switch vendor is supported for the cluster network switches?  

 

A. Juniper Networks  

 

B. Cisco  

 

C. Brocade  
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D. Hewlett-Packard  

 

Answer: B  

 

 

Question No: 9  

According to NetApp, which two scenarios are recommended for a RAID-DP aggregate in clustered Data 

ONTAP 8.3? (Choose two.)  

 

A. three or more disks if it is a data aggregate  

 

B. three or more disks if it is a root aggregate  

 

C. two or more disks if it is a root aggregate  

 

D. five or more disks if it is a data aggregate  

 

Answer: B,D  

 

 

Question No: 10  

Regarding clustered Data ONTAP 8.3, what happens to the roles of the on board ports, HBAs, and NICs?  

 

A. These roles are assignet when LIFs are created.  

 

B. These roles are assigned based on the controller type.  

 

C. These roles are predefined and must be changed before creating your LIFs.  

 

D. The roles are divided into two categories: Data Management and Node Management.  

 

Answer: A  

 

 

Question No: 11  

What is the next step if you must escalate an open case?  

 

A. Upload the support case and core data files to NetApp Suport and to Engineering.  

 

B. Clustered Data ONTAP triggers the AutoSupport mechanism automatically again.  

 

C. Call NetApp Support and ask to speak to the duty manager.  
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D. Call NetApp Support and open a new case.  

 

Answer: C  

 

 

Question No: 12  

You want to install a new clustered Data ONTAP 8.3 system with a FA8080. The customer has unused 

licenses available from a clustered Data ONTAP 8.1 system.  

What should be considered in this scenario?  

 

A. You can use your licenses from the clustered Data ONTAP 8.1 system for the new clustered Data 

ONTAP system.  

 

B. You must call NetApp Support for evaluation license keys.  

 

C. You can use your license from the clustered Data ONTAP 8.1 system for about 90 days.  

 

D. In clustered Data ONTAP 8.2 and later, use node-specific license keys that will only install on the 

controller for which they were purchased.  

 

Answer: B  

 

 

Question No: 13  

After proper cabling the NetApp CN1610 cluster switches, you notice that joining the second node to a 

cluster fails because the node is not able to communicate with the other node.  

What would be the reason for this malfunction?  

 

A. CN1610 is unsupported in newer clustered Data ONTAP versions.  

 

B. The NTP server is not set.  

 

C. The FASTPATH version is not supported.  

 

D. The cluster switches must be Cisco switches for two or more nodes in a cluster.  

 

Answer: C  

 

 

Question No: 14  

Click the Exhibit button.  
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