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Question No : 1 

Which condition could prevent an ESXi host from receiving VXLAN Tunnel End Point (VTEP) tables?  

 

A. The ESXi host is disconnected from vCenter Server  

 

B. The netcpa agent is not running on the ESXi host  

 

C. The vsfwd agent is not running on the ESXi host  

 

D. The NSX controller on the ESXi host is down  

 

Answer: B  

 

 

Question No : 2  

Which configuration change on the physical infrastructure is required when deploying NSX?  

 

A. Increase the MTU size on the physical switches  

 

B. Enable multicast when the control plane mode is set to unicast  

 

C. Disable spanning tree protocol  

 

D. Enable IGMP snooping when the control plane mode is set to multicast  

 

Answer: A  

 

 

Question No : 3  

Which two configurations are valid on a vSphere Standard Switch using the vSphere Web Client? 

(Choose two.)  

 

A. Enable the use of SR-IOV for a physical adapter.  

 

B. Set the MTU frame size on the vSwitch.  

 

C. Configure Route Based on Physical NIC Load on a nic team.  

 

D. Configure Port Mirroring on a portgroup.  
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Answer: A,B  

 

 

Question No : 4  

Which two are valid types of authentication for an OSPF area? (Choose two.)  

 

A. Password authentication  

 

B. MD5 authentication  

 

C. SHA1 authentication  

 

D. LDAP authentication  

 

Answer: A,B 

 

 

Question No : 5 

An organization has a vSphere environment configured with two adapters on each ESXi host. The 

physical network is configured to use Etherchannel.  

Based on the available options, what is the best option for load balancing traffic on the ESXi hosts?  

 

A. Configure a vSS using the Route based on originating virtual port load balancing setting.  

 

B. Configure a vDS using the Route based on physical NIC load.load balancing setting.  

 

C. Configure a vDS using the Route based on source MAC hash load balancing setting.  

 

D. Configure a vSS using the Route based on IP hash.  

 

Answer: D  

 

 

Question No : 6  

Which statement is true regarding the configuration of vSphere Standard Switches on ESXi 5.5 hosts?  

 

A. Additional ports must be manually added to a vSwitch when the configured number of ports has been 

exhausted. The host requires a reboot when this configuration change is made.  

 

B. Additional ports must be manually added to a vSwitch when the configured number of ports has been 

exhausted. The host does not require a reboot when this configuration change is made.  

 

C. Additional ports are automatically added to a vSwitch when the configured number of ports has been 
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exhausted. The host does not require a reboot when this configuration change is made.  

 

D. Additional ports are automatically added to a vSwitch as needed, and a set number of ports is not 

configured. The host does not require a reboot when this configuration change is made.  

 

Answer: D  

 

 

Question No : 7 

A vSphere administrator added a new interface to a Distributed Router with a subnet of 172.16.10.0/24 

and wants to make this subnet reachable to the rest of the network. How can the vSphere administrator 

achieve this?  

 

A. Enable OSPF on the Distributed Router. Configure the uplink interface in the Backbone area and 

redistribute into OSPF the 172.16.10.0/24 subnet.  

 

B. Enable OSPF in the Distributed Router. Configure the uplink interface in the normal area and the new 

interface with the subnet 172.16.10.0/24 in a Backbone area.  

 

C. Enable OSPF on the Distributed Router. Configure the uplink interface in the Backbone area and 

redistribute from OSPF the 172.16.10.0/24 subnet.  

 

D. Enable OSPF on the Distributed Router. Configure the uplink interface in the Backbone area and the 

new interface with the subnet 172.16.10.0/24 in a normal area.  

 

Answer: D  

 

 

Question No : 8  

Which option shows an advantage of implementing logical firewalls in NSX?  

 

A. NSX allows segmentation of virtual machines based upon VM names or user identity.  

 

B. NSX provides traffic forwarding between layer 2 broadcast domains.  

 

C. NSX allows virtual machine traffic to follow multiple paths to a specific destination.  

 

D. NSX provides the ability to provide IPv4 and IPv6 dual stack configuration.  

 

Answer: A  

 

 

Question No : 9  



VMware VCAN610 Exam 

 

                             Leading the way in IT testing and certification tools, www.examkiller.net 

This.diagram.details.the.network.connectivity.from.an.NSX.network.and.the.supporting.physical.network.

.Locations.C.and.D.may.be.required.to.process.packets.with.QoS.tags.  

 

Based on the diagram, which statement details proper processing of packets if they are QoS tagged?  

 

A. Locations C and D will trust the QoS tags of the encapsulated frame when passing packets.  

 

B. Location B should trust the QoS tags of the encapsulated frames that are switched.  

 

C. Location A will mark the inner header of the encapsulated frame.  

 

D. Location B should trust the QoS tags of the external header.  

 

Answer: D  

 

 

Question No : 10  

Which NSX Data Security role has the permission to start and stop data security scans?  

 

A. Security Administrator  

 

B. NSX Administrator  

 

C. Auditor  

 

D. Enterprise Administrator  
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Answer: B 

 

 

Question No : 11 

You are tasked with designing a data center architecture that should maximize the use of vMotion within 

your environment. You must use these VMware best practices:  

. The network must utilize widely offered layer 2 switching and layer 3 switching services  

. Purchase of new equipment should be minimized  

Which two network design architectures will provide the requirements for vMotion in your data center? 

(Choose two.)  

 

A. Utilize layer 3 switching from the access layer through the core.  

 

B. Employ layer 2 multipathing using a standardized protocol.  

 

C. Deploy a flat, traditional layer 2 switched network.  

 

D. Deploy an overlay technology for the deployment of your virtual network.  

 

Answer: A,D  

 

 

Question No : 12  

After deploying NSX, an administrator does not see the Networking & Security tab when connecting to the 

vCenter Server using the vSphere Web Client.  

What should the administrator do?. 

 

A. Register the NSX Manager with the vCenter Server.  

 

B. Register the NSX Manager with the Inventory Service.  

 

C. The NSX Controllers must be deployed before NSX Manager is available.  

 

D. The NSX Manager must be configured to use Single Sign-On before it will be available.  

 

Answer: A  

 

 

Question No : 13  

Which three network policy settings can only be configured on a vSphere 5.5 Distributed Switch? (Choose 

three.)  

 

A. Access Control Lists (ACLs)  




