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Topic 1, Nokia Border Gateway Protocol

Click on the exhibit.
 
 

 
 
AS 65540 is using MPLS to provide BGP shortcuts for its iBGP routing. Which routers must
be configured with the "configure router bgp igp-shortcuts rsvp-te" command?
 
A. Routers R6, R1, R4 and R5. 
B. Routers R1and R4. 
C. Routers R1, R2, R3 and R4. 
D. Routers R2 and R3. 
 

Answer: B

 

 

Click the exhibit.
 
 

 
 

Question No : 1  - (Topic 1)

Question No : 2  - (Topic 1)

Nokia 4A0-C02 : Practice Test

3



Routers RR1 and RR2 are route reflectors with the same Cluster-ID. How does router RA
treat the updates for prefix 192.168.1.0/27 received from routers RR1 and RR2?
 
 
A. Router RA prefers the update received from router RR1. 
B. Router RA prefers the update received from router RR2. 
C. Router RA flags both updates as invalid. 
D. Router RA accepts both updates and flags them as used. 
 

Answer: C

 

 

Which of the following statements about the BGP Advertise External feature is FALSE?
 
 
A. It modifies the BGP advertisement logic. 
B. It improves convergence times and allows for better load sharing. 
C. It allows a router to advertise multiple external paths for a single prefix. 
D. It supports both IPv4 and IPv6. 
 

Answer: C

 

 

An Alcatel-Lucent 7750 SR receives a route from an eBGP peer without a MED. What
MED value is sent to iBGP peers?
 
A. 100 
B. 250 
C. The IGP cost 
D. None 
 

Answer: C

 

 

Which of the following best describes the relationship between locally configured policies
and the direction of traffic?
 

Question No : 3  - (Topic 1)

Question No : 4  - (Topic 1)

Question No : 5  - (Topic 1)
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A. Import policies affect the way the local AS receives traffic, while export policies affect the
way it sends traffic. 
B. Import policies affect the way the local AS sends traffic, while export policies affect the
way it receives traffic. 
C. Both import and export policies affect the way the local AS receives traffic, but not the
way it sends traffic. 
D. Both import and export policies affect the way the local AS sends traffic, but not the way
it receives traffic. 
 

Answer: B

 

 

Click the exhibit.
 
 

 
 
Router R1 is advertising prefix 192.168.1.0/27 with community "no-export. Which routers
will receive an update for that prefix?
 
 
A. Router R2 only. 
B. Routers R2 and R3 only. 
C. Routers R2, R3 and R4 only. 
D. Routers R2, R3, R4and R5. 
 

Answer: D

 

 

Which of the following statements regarding BGP Add-Paths is FALSE?

Question No : 6  - (Topic 1)

Question No : 7  - (Topic 1)
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A. Add-Paths allows non-best paths to be advertised to a peer. 
B. Add-Paths capabilities are exchanged between peers after the BGP session is
established. 
C. A BGP speaker must advertise the capability to receive multiple paths from its peer. 
D. A BGP speaker must advertise the capability to send multiple paths to its peer. 
 

Answer: D

 

 

Click the exhibit.
 
 

 
 
Router R6 is a route reflector for clients R1, R2 and R5. Router R5 is configured with a
local preference of 200. On which routers is "advertise-external* needed for router R6 to
receive exactly two distinct routes for prefix 192.168.1.0/27?
 
 
A. On router R5 only. 
B. On either router R1or R2. 
C. On both routers R1and R2. 
D. On all routers R1, R2 and R5. 
 

Answer: C

 

 

Which of the following is NOT considered an option of export policies?
 

Question No : 8  - (Topic 1)

Question No : 9  - (Topic 1)
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A. Advertising customer networks into BGP. 
B. Sending aggregates that summarize the AS s address space. 
C. Sending MEDs to influence ingress traffic from peers. 
D. Preventing unwanted NLRI from entering the AS. 
 

Answer: D

 

 

What is the result of configuring the following policy statement as a BGP import policy on
the Alcatel-Lucent 7750 SR?
 
 

 
 
A. All BGP routes are accepted. 
B. All routes matching prefix lists "List-1" and "List-2" are rejected. 
C. BGP routes matching prefix lists "List-1" or "List-2" are rejected. 
D. BGP routes matching prefix lists "List-1" and "List-2" are rejected. 
 

Answer: C

 

 

Click the exhibit.
 

Question No : 10  - (Topic 1)

Question No : 11  - (Topic 1)
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Router R6 is a route reflector with clients R1, R2, R4 and R5. R4 receives three routes
from router R6 and is configured with ECMP 3. Given the following BGP configuration on
router R4, how many primary and backup paths will be present in router R4's BGP routing
table?
 
 

 
 
A. Two primary paths and one backup path. 
B. One primary path and two backup paths. 
C. Three primary path and one backup path, 
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D. Three primary paths. 
 

Answer: D

 

 

Which of the following is TRUE if the state of one BGP neighbor shows Active?
 
 
A. The neighbor will send a Keepalive message. 
B. The router is trying to initiate a TCP connection to that neighbor. 
C. The router received an Open message with the correct parameters. 
D. The router is actively exchanging updates with that neighbor. 
 

Answer: B

 

 

Which of the following is TRUE if a BGP session state is Connect?
 
 
A. BGP is waiting for the TCP connection to be completed. 
B. BGP has established a TCP connection, and an Open message has been sent to that
neighbor. 
C. The BGP session has been interrupted, and a TCP connection is being re-established. 
D. BGP has failed to establish a TCP connection to that neighbor, and ConnectRetry has
been reset to zero. 
 

Answer: B

 

 

A BGP router has loopback interfaces 192.168.1.1/27 and 192.168.2.1/27 advertised into
BGP using the following export policy. The "aggregate 192.168.0.0/16" command is
executed. What is the effect of this configuration?
 
 

Question No : 12  - (Topic 1)

Question No : 13  - (Topic 1)

Question No : 14  - (Topic 1)
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A. A single route for 192.168.0.0/16 is advertised. 
B. BGP routes 192.168.1.0/27, 192.168.2.0/27, and 192.168.0.0/16 are advertised. 
C. BGP routes 192.168.1.0/27 and 192.168.2.0/27 are advertised, and 192.168.0.0/16
appears as a "Blackhole" route in the route table only. 
D. The given export policy is invalid. 
 

Answer: C

 

 

An Alcatel-Lucent 7750 SR has the BGP configuration shown below. Assuming the router
has established BGP sessions to routers R1 and R2, which of the following is TRUE?
 
 

Question No : 15  - (Topic 1)
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A. Both neighbors R1and R2 should be part of AS 65540. 
B. Neighbor R1should be part of AS 65550, while neighbor R2 should be part of AS 65540. 
C. Neighbor R1should be part of AS 65550, while neighbor R2 should be part of AS 65560. 
D. Both neighbors R1and R2 should be part of AS 65560. 
 

Answer: C

 

 

What kind of BGP attribute is the Local Preference?
 
 
A. Optional transitive attribute. 
B. Optional non-transitive attribute. 
C. Well-known mandatory attribute. 
D. Well-known discretionary attribute. 
 

Answer: D

 

 

Question No : 16  - (Topic 1)

Question No : 17  - (Topic 1)
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What are the well-known mandatory BGP attributes?
 
 
A. Origin, Next Hop and Local Preference. 
B. Local preference, AS Path and Next Hop. 
C. Aggregator, Next Hop and AS Path. 
D. AS Path, Next Hop and Origin. 
 

Answer: D

 

 

Click the exhibit.
 
 

 
 
Which of the following statements best describes the BGP sessions within the given
network?
 
A. The session between AS 65202 and AS 65206 is an iBGP session. 
B. The session between AS 65204 and AS 65206 is an intra-confederation eBGP session. 
C. A BGP session is required between AS 65202 and AS 65204. 
D. The BGP sessions within the member ASs are known as inter-confederation BGP
sessions. 
 

Answer: B

 

 

A router in AS 65100 receives three routes for 138.120.0.0/16. The first route has an AS
Path of 65200 65400 65300 and a local preference of 150. The second route has an AS

Question No : 18  - (Topic 1)

Question No : 19  - (Topic 1)
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Path of 65200 65300 and a local preference of 100. The third route has an AS Path of
65600 65300 and a local preference of 100. Which route will appear in the RIB-out?
 
 
A. Only the first route will appear in the RIB-Out. 
B. Only the second route will appear in the RIB-Out. 
C. Only the third route will appear in the RIB-Out. 
D. All routes will appear in the RIB-Out. 
 

Answer: A

 

 

Click the exhibit.
 
 

 
 
Assuming router A is configured with "next-hop-self", what does the BGP update for prefix
192.168.0.1/27 contain when it arrives at router B?
 
 
A. AS Path of 65200 65100, Next Hop of router A. 
B. AS Path of 65200 65100, Next Hop of router E. 
C. AS Path of 65100, Next Hop of router A. 
D. AS Path of 65100, Next Hop of router E. 
 

Answer: C

 

 

Click the exhibit.
 

Question No : 20  - (Topic 1)

Question No : 21  - (Topic 1)
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If router A originates a BGP route for prefix 192.168.0.1/27, what will the update contain
when it reaches router B?
 
A. AS Path of 65200, Next Hop of router A, Origin of IGP. 
B. AS Path of 65200, Next Hop of router A, Origin of incomplete. 
C. Null AS Path, Next Hop of router A, Origin of IGP. 
D. Null AS Path, Next Hop of router A, Origin of incomplete. 
 

Answer: C

 

 

Which of the following behaviors regarding the modification of BGP attributes within a
confederation is TRUE?
 
 
A. Next Hop is modified when crossing member AS boundaries within a confederation. 
B. Origin Code is modified when crossing member AS boundaries within a confederation. 
C. AS Path is modified when crossing member AS boundaries within a confederation. 
D. None of the well known mandatory attributes is modified within a confederation. 
 

Answer: C

 

 

An Alcatel-Lucent 7750 SR receives two updates for the same route with local preferences
200 and 300, respectively. What local preference is sent to eBGP peers?
 
 
A. 100 
B. 200 

Question No : 22  - (Topic 1)

Question No : 23  - (Topic 1)
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C. 300 
D. None 
 

Answer: D

 

 

Which of the following statements regarding BGP control plane convergence is FALSE?
 
 
A. Core and edge node failure recovery depends on IGP convergence. 
B. Edge neighbor failure is detected by the eBGP session timeout. 
C. BGP control plane convergence is independent of number of affected prefixes. 
D. Upon BGP control plane convergence, an optimal path is installed in the FIB. 
 

Answer: C

 

 

Click the exhibit.
 
 

 
 
Router R1 is a route reflector with clients R2, R5 and R6. Prefixes advertised by router R5
have a local preference of 200. Router R3 advertises the prefix 192.168.1.0/27 to routers
R5 and R6.
 
Assuming that none of the routers in AS 65540 is configured with "advertise-external", what
is the expected output of "show router bgp routes on router R1?
 
 

Question No : 24  - (Topic 1)

Question No : 25  - (Topic 1)
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A. Option A 
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B. Option B 
C. Option C 
D. Option D 
 

Answer: C

 

 

BGP is configured on two peers, routers A and B. Router A is configured with a Hold Time
timer of 60 seconds and a Keepalive timer of 25 seconds. Router B is configured with a
Hold Time timer of 90 seconds and a Keepalive timer of 70 seconds. What will the active
Keepalive timer be on router B?
 
 
A. 70 seconds 
B. 25 seconds 
C. 20 seconds 
D. 30 seconds 
 

Answer: C

 

 

Which of the following AS Paths will match the regular expression "65100."?
 
 
A. "65100" 
B. "65100 65200'' 
C. "65200 65100" 
D. "65100 65250 65200" 
 

Answer: B

 

 

Click the exhibit.
 
 

Question No : 26  - (Topic 1)

Question No : 27  - (Topic 1)

Question No : 28  - (Topic 1)
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Routers RR1 and RR2are route reflectors with clients R1x and R2x, respectively. Routers
RR1
 
and RR2 are non-clients of each other, and router R1 is a non-client of both. Which of the
following regarding BGP sessions in AS 65540 is TRUE?
 
 
A. Router R1must have at least one BGP session to each of routers R1x and R2x. 
B. Routers R1, RR1 and RR2 must be fully meshed. 
C. Routers R1x and R2x must have at least one BGP session between them. 
D. Routers R1x as well as routers R2x must be fully meshed. 
 

Answer: B

 

 

Question No : 29  - (Topic 1)
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Click the exhibit.
 
 

 
 
AS 65550 owns CIDR block 10.64.0.0/12. Router R3 is advertising Client1 and Client2
networks into BGP. Router R6 advertises the aggregate 10.64.0.0/12 to AS 65541 with
"summary-only" enabled. Which of the following routes are received by router R7?
 
 
A. Client1, Client2 and the aggregate. 
B. Only the aggregate. 
C. Only Client1 and the aggregate. 
D. Only Client2 and the aggregate. 
 

Answer: C

 

 

Click the exhibit.
 
 

Question No : 30  - (Topic 1)
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