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Two Nokia 7750 SRs are established BGP peers with the following add-paths
configuration:
 
R1: configure router bgp add-paths ipv4 send 4 receive
 
R2: configure router bgp add-paths ipv4 send 2
 
 
If router R1 advertises three routes for a given prefix X, how many routes is router R2
expected to have for prefix X?
 
 
A. None 
B. 2 
C. 3 
D. 4 
 

Answer: C

 

 

Click the exhibit.
 
 

 
 
The CEs use BGP and export policies to advertise their local prefixes with the VPRN on
their PEs. If the VPRN is functioning properly, which of the following commands will
succeed when performed on router R1?
 
 
A. "ping 192.168.20.1" 
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B. "oam vprn-ping 100 source 192.168.10.1 destination 192.168.20.1" 
C. "oam vprn-ping 100 source 192.168.20.1 destination 192.168.10.1" 
D. "ping 10.10.10.6" (router R6's system IP) 
 

Answer: B

 

 

On an Nokia 7750 SR, what is the recommended approach for making sure that MTUs
between a VPLS and its spoke IES termination match?
 
 
A. Set the service MTU of the VPLS to match the IES MTU. 
B. Set the ip-mtu of the IES to match the service MTU of the VPLS. 
C. Set the SDP MTU of the IES to match the SDP MTU of the VPLS. 
D. Set the MTU of the IES's network port to match the service MTU of the VPLS. 
 

Answer: B

 

 

Click on the exhibit.
 
 

 
 
Which of the following is FALSE?
 
 
A. The router can reach prefix 192.10.1.2/32 through a RSVP-TE tunnel. 
B. The router can reach prefix 192.10.1.2/32 through an LDP tunnel. 
C. The router 10.10.10.2 is the egress router of the prefix 192.10.1.2/32. 
D. The Isp-ping tool is used to perform a unidirectional LSP test. 
 

Answer: A

 

Question No : 3
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Click the exhibit.
 
 

 
 
If router A originates a BGP route for prefix 192.168.0.1/27, what will the update contain
when it reaches router B?
 
 
A. AS Path of 65200, Next Hop of router A, Origin of IGP. 
B. AS Path of 65200, Next Hop of router A, Origin of incomplete. 
C. Null AS Path, Next Hop of router A, Origin of IGP. 
D. Null AS Path, Next Hop of router A, Origin of incomplete. 
 

Answer: C

 

 

A static route is created using the command "static-route 2.3.4.0/24 next-hop 1.2.3.4".
What is the correct traceroute command to test this static route on an Nokia 7750 SR?
 
 
A. traceroute 2.3.4.1 
B. traceroute 2.3.4.0/24 next-hop 1.2.3.4 
C. traceroute next-hop 1.2.3.4 
D. traceroute does not work on the Nokia 7750 SR 
 

Answer: A
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Click the exhibit.
 
 

 
 
Based on this output from PE router R1, how many other PEs are participating in the
VPRN?
 
 
A. 0 
B. 1 
C. 2 
D. 3 
 

Answer: B

 

 

An Nokia 7750 SR is configured with an export policy to redistribute its directly-connected
networks into BGP. Which of the following databases contains the routes for these
networks?
 
 
A. The routes are in the RIB-In. 
B. The routes are in the Loc-RIB. 
C. The routes are in the RIB-Out. 
D. The routes are not in any of the BGP databases. 
 

Answer: C
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Click the exhibit.
 
 

 
 
Which of the following is a valid confederation configuration for Router R2?
 
 

 
 
A. Option A 
B. Option B 
C. Option C 

Question No : 9
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D. Option D 
 

Answer: C

 

 

Click the exhibit button.
 
 

 
 
What is the command to configure a static route on the Nokia 7750 SR router R1 to reach
the network behind router R2?
 
 
A. configure router static-route 139.120.121.0/24 next-hop 138.120.199.2 
B. configure router static-route 139.120.121.0/24 next-hop 138.120.199.1 
C. configure router static-route 138.120.199.2/24 next-hop 138.120.199.1 
D. configure router static-route 139.120.121.0/24 next-hop 139.120.121.2 
 

Answer: A

 

 

Which of the following about the components of a distributed service on the Nokia 7750 SR
is TRUE?
 
 

Question No : 10
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A. A SAP can only be used by one service on a router. 
B. A dedicated SDP needs to be created for each service. 
C. A service is created on each site before the customer is created. 
D. SAPs must be created before a service is created. 
 

Answer: A

 

 

What is the metric and maximum routable value for RIP?
 
 
A. Hop count and 16 
B. Hop count and 15 
C. Link cost and 15 
D. Link cost and 16 
 

Answer: B
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An Nokia 7750 SR has the BGP configuration shown below. Assuming the router has
established BGP sessions to routers R1 and R2, which of the following is TRUE?
 
 

 
 
A. Both neighbors R1and R2 should be part of AS 65540. 
B. Neighbor R1should be part of AS 65550, while neighbor R2 should be part of AS 65540. 
C. Neighbor R1should be part of AS 65550, while neighbor R2 should be part of AS 65560. 
D. Both neighbors R1and R2 should be part of AS 65560. 
 

Answer: C

 

 

From the list below select the statements that describe the behavior of link state
information aging. (Choose 2)
 
 
A. The age for newly created link state information is set to 0 for OSPF and 1200 for IS-IS 
B. The age for newly created link state information is set to 1200 for OSPF and 0 for IS-IS 
C. The age is incremented or decremented as it is flooded from router to router and as it is
held in the topological database. 

Question No : 13
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D. The age is incremented or decremented only as it is held in the topological database
and not as it is flooded router to router. 
 

Answer: A,C

 

 

Which of the following statements regarding the election of the designated router (DR) by
OSPF routers are true? (Choose two)
 
 
A. The router with the lowest priority is the DR. 
B. The router with the highest priority is the DR. 
C. If priorities are the same, the DR is chosen based on the lowest RID. 
D. If priorities are the same, the DR is chosen based on the highest RID. 
 

Answer: B,D

 

 

Which of the following conditions will prevent an OSPF adjacency from reaching the full
state? Choose three answers.
 
 
A. MTU mismatch 
B. Incorrect subnet mask 
C. System interface not included in OSPF 
D. Area ID not the same 
E. Different metric set on each end of the link 
F. Router ID not defined 
 

Answer: A,B,D

 

 

Click the exhibit.
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This PE is connected to an IPv4 core and is being configured to support 6VPE for a VPRN.
Which of the following completes this section of the configuration?
 
 
A. Family ipv4 
B. Family ipv6 
C. Family ipv4 ipv6 
D. Family vpn-ipv4 
E. Family vpn-ipv4 vpn-ipv6 
 

Answer: E

 

 

Which of the following about MPLS shortcuts for IGP on an Nokia 7750 SR is FALSE?
 
 
A. An IGP route takes priority over a transport tunnel. 
B. Both LDP and RSVP-TE based tunnels can be used. 
C. MPLS tunnels can be used to resolve the prefixes learned via IGP. 
D. Multiple MPLS tunnels can be installed in the FIB. 
 

Answer: A
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Click on the exhibit.
 
 

 
 
An LSP traverses the path R1-R2-R3. With one-to-one fast reroute enabled, which router
becomes a DMP for the detour tunnels?
 
 
A. Router R1 
B. Router R2 
C. Router R3 
D. Router R4 
E. Router R5 
 

Answer: E

 

 

Which of the following about VPRN VRF tables is FALSE?
 
 
A. A PE uses the same VRF table for all the VPRN services on it. 
B. A PE uses a VRF to maintain forwarding information. 
C. Information for VRFs can be advertised between PEs by MP-BGP. 
D. A PE uses a VRF to route traffic to CEs. 
 

Answer: A
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Click the exhibit.
 
 

 
 
Router R2 is advertising prefix 192.168.1.0/27 with community "no-advertise" towards AS
65002.
 
 
Which routers receive an update for that prefix?
 
 
A. Router R3 only. 
B. Routers R3 and R4 only. 
C. Routers R3, R4 and R5 only. 
D. Router R2 does not advertise an update for the prefix. 
 

Answer: A

 

 

Which of the following is TRUE if the local state of BGP is OpenConfirm?
 
 
A. The local system has received a Keepalive message and is ready to exchange updates. 
B. The local system is exchanging Update messages with its neighbor. 
C. The local system has sent a Keepalive message to its neighbor and is waiting to receive
one back. 
D. The local system has sent an Open message to its neighbor and is waiting to receive
one back. 
 

Answer: C

 

 

Question No : 22
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Click the exhibit button.
 
 

 
 
If router R2 redistributes the IS-IS route to 192.168.3.0/24 into OSPF, router R3 preference
of these two routes? Choose two answers.
 
 
A. The OSPF internal preference 
B. The IS-IS Level 1 internal preference 
C. The IS-IS Level 2 internal preference 
D. The OSPF external preference 
E. The IS-IS Level 2 external preference 
F. The IS-IS Level 1 external preference 
 

Answer: B,D

 

 

Which of the following about VPRNs is TRUE?
 
 
A. Customers must use the same routing protocol as the service provider. 
B. Customers belonging to the same VPRN service must use the same subnet. 
C. Service providers only need to perform configurations on the PEs to add additional
VPRNs. 
D. For each VPRN, only one customer can be connected at each PE. 

Question No : 23
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Answer: C

 

 

Which of the following about LSP path configuration on an Nokia 7750 SR is TRUE?
 
 
A. The path must include at least one hop. 
B. The path may be used for multiple LSPs. 
C. The path may be used multiple times in a single LSP. 
D. The path must define a tunnel destination IP address. 
 

Answer: B

 

 

Which of the following are similarities between OSPF and IS-IS? Choose two answers.
 
 
A. Metric is based on hop count. 
B. Slow convergence after link failures. 
C. Support hierarchy through the use of areas. 
D. Support for CIDR. 
E. Link state updates sent using layer 3 multicast. 
 

Answer: C,D

 

 

Click on the exhibit.
 
 

Question No : 25

Question No : 26

Question No : 27

Nokia 4A0-C04 : Practice Test

15



 
 
The LSP "toR6" is configured with a fully strict path on an Nokia 7750 SR. Which of the
following configurations is required to enable fast reroute for this LSP?
 
 
A. Enable fast-reroute on all routers along the path. R1, R2, R4, and R6. 
B. Enable both link-protection and node-protection on router R1. 
C. Enable fast-reroute with either one-to-one or facility mode on this LSP. 
D. Enable link-protection only on router R4. 
 

Answer: C

 

 

Click the exhibit.
 
 

Question No : 28
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The operator at PE1 wants to analyze the traffic between CE4 and PE2. On an Nokia 7750
SR, which of the following is required as part of the configuration?
 
 
A. Both PE1 and PE2 need a mirror source. 
B. PE2 needs a mirror source with the remote source specified. 
C. PE1 needs a mirror source with the remote source specified. 
D. Both PE1 and PE2 need a mirror destination. 
E. PE2 needs a mirror destination that specifies a SAP. 
 

Answer: D

 

 

Which of the following OSPFv3 LSAs have an AS scope?
 
 
A. Link Local LSA 
B. Router LSA 
C. Network LSA 
D. Inter-Area Router LSA 
E. Intra-Area Prefix LSA 
F. None of the above LSAs have an AS scope. 
 

Answer: F
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Click the exhibit button.
 
 

 
 
The OSPF packets shown have been exchanged between two neighbors. What state is the
OSPF adjacency in?
 
 
A. The adjacency state is two way because both routers have received a database
description packet. 
B. The adjacency is in the exchange state. The next step is to exchange link state request
and link state update packets. 
C. The adjacency is in the ex start state. The routers have exchanged database description
packets, but still have to negotiate the starting sequence number. 
D. The adjacency state is full. The routers are exchanging database description packets to
notify each other that all link state advertisements have been received. 
 

Answer: C

 

 

Click the exhibit button.
 
 

Question No : 30
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Given the topology and the show commands, and assuming that router R2 advertises all of
its loopbacks into OSPF, what is the correct router R1 configuration?
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