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Volume: 130 Questions  

 

 

Question No : 1  

An engineer is configuring an eBGP peering session. What is the default TTL value?  

 

A. 1  

 

B. 64  

 

C. 127  

 

D. 255  

 

Answer: A  

 

 

Question No : 2  

A network engineer cannot connect different routers by eBGP using peer groups. Which two actions 

establish an adjacency between both routers? (Choose two.)  

 

A. Ensure that the peer group statements match across all routers.  

 

B. Ensure that ebgp-multihop is configured.  

 

C. Ensure that the remote-as statement is configured with the correct peer AS.  

 

D. Configure a weight value that is lower than the default value of 32768.  

 

E. Specify the weight attribute first.  

 

Answer: B,C  

 

 

Question No : 3  

When configuring Cisco IOS route maps, which command allows the route map processing to jump to 

another statement instead of exiting?  

 

A. jump  

 

B. next  

 

C. set  
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D. continue  

 

E. goto  

 

Answer: D  

 

 

Question No : 4  

Refer to the exhibit.  

 
Based on the Cisco IOS XR route policy configuration, when redistributing OSPF routes into IS-IS, to 

which of the following does the "tag" value correspond?  

 

A. The tag value represents the OSPF metric.  

 

B. The tag value represents the IS-IS metric.  

 

C. The tag value identifies a route or set of routes.  

 

D. The tag value is used to match whether the IS-IS route is an external or internal IS-IS route.  

 

E. The tag value represents the administrative distance.  

 

Answer: C  

 

 

Question No : 5 

In an AS with 10 routers running IBGP, how many IBGP sessions will be required to establish fully 

meshed IBGP peerings?  

 

A. 10  

 

B. 20  

 

C. 45  

 

D. 50  
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E. 99  

 

F. 100  

 

Answer: C  

 

 

Question No : 6  

Which three valid session commands are supported by peer session templates? (Choose three.)  

 

A. local-as  

 

B. as-override  

 

C. inherit peer-session  

 

D. inherit peer-policy  

 

E. disable-connected-check  

 

F. route-reflector-client  

 

Answer: A,C,E  

 

 

Question No : 7  

Refer to the topology diagram in the exhibit.  
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Which IS-IS feature could be implemented so that the return path for the packets from router Y in area 

49.00AA to router X in area 49.00BB will use the more optimal path?  

 

A. Enable route leaking to pass Level 2 information into the Level 1 routers.  

 

B. Change the area 49.00AA type from a stub area to a regular area.  

 

C. Change the IS-IS administrative distance on router Y in area 49.00AA.  

 

D. Change the IS-IS metric type from narrow to wide on all IS-IS routers.  

 

Answer: A  

 

 

Question No : 8 

Refer to the OSPF command exhibit.  

 

Which effect does the no-summary command option have?  

 

A. It will cause area 1 to be able to receive non-summarized inter-area routes.  

 

B. It will cause area 1 to not receive any inter-area routes and will use a default route to reach networks in 
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other areas.  

 

C. It will cause area 1 to not receive any external routes and will use a default route to reach the external 

networks.  

 

D. It will convert the NSSA area into a NSSA totally stubby area.  

 

E. It will convert the stubby area into a NSSA.  

 

F. It will disable OSPF auto-summary.  

 

Answer: B  

 

 

Question No : 9  

In Cisco IOS XE, which option is the default threshold value for slow peer detection?  

 

A. 120 seconds  

 

B. 180 seconds  

 

C. 240 seconds  

 

D. 300 seconds  

 

Answer: D  

 

 

Question No : 10  

Refer to the exhibit.  
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R1 and XR2 cannot establish OSPF adjacency. Which option is the root cause of this issue?  

 

A. stub flag mismatch  

 

B. mismatched passwords  

 

C. process ID mismatch  

 

D. mismatched authentication types  

 

E. MTU mismatch  

 

Answer: D  

 

 

Question No : 11  

Refer to the BGP and route map configurations exhibit.  
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When the "setas" route map is applied to the 10.1.1.2 neighbor, the 10.1.1.2 neighbor is not able to 

receive all the required BGP routes from this router. What could be the problem?  

 

A. The BGP session was cleared using the clear ip bgp command after the route map was applied.  

 

B. The test1 or test2 prefix-list is misconfigured.  

 

C. There is no pass action configured within the route map.  

 

D. The route map is missing the route-map setas permit 30 statement.  

 

Answer: D  

 

 

Question No : 12  

Routes that are received from an IBGP peer will be propagated to which other routers by default?  

 

A. to the EBGP peers only  

 

B. to the IBGP peers only  

 

C. to both EBGP and IBGP peers  

 

D. to no other peers  

 

Answer: A  

 

 

Question No : 13  

What are two characteristics of the multihomed customers to service providers connection option? 

(Choose two.)  
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A. Multihomed customers must use a private AS number.  

 

B. The traffic load can be shared for different destination networks between service providers.  

 

C. Multihomed customers must receive a full routing table from the service providers.  

 

D. The routing methodology must be capable of reacting to dynamic changes. BGP is used to achieve this 

flexibility.  

 

E. Multihomed customers must use a provider-assigned address space.  

 

Answer: B,D  

 

 

Question No : 14 DRAG DROP  

 
 

Answer:  

 

 
 

 

Question No : 15  

An engineer is working on routers within AS 100. Which regular expression can be used in an AS path 

access list to match locally originated routes from AS 100?  

 

A. ^100$  
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B. ^$  

 

C. _100$  

 

D. ^[0-9]*$  

 

Answer: B 

 

 

Question No : 16  

Which two features are specific only to Tier 3 providers? (Choose two.)  

 

A. interconnects with Tier Level 1 and Tier Level 2 ISPs in public peering points  

 

B. only purchases transit from other networks to reach the Internet  

 

C. purchases transit and pays settlements to other service providers  

 

D. uses strict route filtering to allow only customer and local routes to be sent to upstream providers  

 

E. receives a full Internet routing table via BGP from its upstream provider, which it can use for 

load-balancing traffic  

 

Answer: B,D  

 

 

Question No : 17  

Which value must be configured when redistributing OSPFv2 into RIP?  

 

A. metric  

 

B. bandwidth  

 

C. delay  

 

D. MTU  

 

E. reliability  

 

Answer: A  

 

 

Question No : 18  
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Which two statements regarding OSPFv2 or OSPFv3 authentication are correct? (Choose two.)  

 

A. OSPFv2 supports MD5 authentication.  

 

B. OSPFv2 supports MD5 or SHA authentication.  

 

C. OSPFv2 relies on the native security stack that uses IPsec.  

 

D. OSPFv3 supports MD5 authentication.  

 

E. OSPFv3 supports MD5 or SHA authentication.  

 

F. OSPFv3 relies on the native security stack that uses IPsec.  

 

Answer: A,F  

 

 

Question No : 19 

Refer to the IS-IS configuration exhibit.  

 

This is the typical IS-IS configuration of the routers in an AS using IS-IS as the IGP. This AS is in the 

transition phase of integrating IPv6 into the network. During this transition phase, some of the routers 

within the AS might be running IPv4 only, some might be running IPv6 only, and others might be running 

both IPv4 and IPv6. To avoid any black holes for the IPv6 traffic, which configuration change can be 

made?  

 

A. Disable IS-IS adjacency checks.  

 

B. Enable IPv6 adjacency over IPv4 IS-IS peering.  

 

C. Enable multi-topology IS-IS.  

 

D. Disable the IPv4 unicast address-family.  
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