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Question No: 1                                                                                                                                                            
How many separate VLANs must each HyperFlex node be configured with running ESXi? 
A. 1 
B. 2 
C. 3 
D. 4 
Answer: D 
 
Question No: 2 
There are often disadvantages when using mixed hardware, and uniform systems are highly advised. What 
are three disadvantages of using validated yet mixed hardware? (Choose three.) 
A. "Hardware only" solutions require less latency for data aggregation. 
B. "Software only" solutions are inherently more secure, adhering to government regulations. 
C. "Software only" HCI solutions often mean that HCI vendors do not have control over the hardware that the 
consumer is using. The lack of control over the hardware can result in hardware not being 
security-compliant (usually the case with white box solutions) or not being optimally configured for the given 
HCI solution. 
D. Validated yet "mixed" hardware systems may be supported by the specific original equipment 
manufacturers but software vendors require a master level services agreement. 
E. "Software only" solutions can result in a lack of simplicity for installation and maintenance. While setup and 
maintenance of an HCI solution might be simple you still need to configure and maintain the hardware part, 
which is not orchestrated by the HCI solution. 
F. Validated hardware does not mean smooth performance, which particularly applies to hardware that is 
seldom chosen for the hardware part of the "software only" solution. 
Answer: C,E,F 
 
Question No: 3 
Which three capabilities are provided by Virtual Interface Cards'? (Choose three.) 
A. Virtualizing object storage environments by pushing meta data directly to the management server 
B. The virtual interfaces created by a VIC do not accommodate hypervisor communication like VMkernel 
interfaces on vSphere. 
C. Management through Cisco IMC or UCS Manager with dynamic configuration of virtual interface cards 
based on the server profile (MAC/WWN). 
D. Traffic processing for internal and external communication supporting simultaneous HBA and NIC 
operation on the same physical hardware. 
E. Multiple-interface-card virtualization without any additional driver requirements with integration of the 
virtualized cards into the Fabric Interconnect infrastructure. 
F. A virtual environment, such as VMware vSphere, provides VM connectivity via a virtual switch to individual 
virtual machines bypassing local hardware requests. 
Answer: C,D,E 
 



Question No: 4 
Which three features do Managed Deployments provide? (Choose three.) 
A. Great tor managing large deployments, scalability, and oversight of the UCS servers. 
B. Consistent deployment by replicating working configurations from development labs to the production 
deployment 
C. High availability of the management system and connectivity when using 2 Cisco Fabric Interconnects 
D. Individual configuration of each redundant fabric or global configuration. 
E. Increased operating overhead, raising Operating Expenses (OpEx) 
F. Decentralized yet complex management of an entire UCS domain. 
Answer: A,C,D 
 
Question No: 5 
When building a HyperFlex cluster which two recommendations should be followed? (Choose two.) 
A. Use HX 220s for compute nodes and HX 240s for converged nodes 
B. Use B-Series servers to improve converged node scale. 
C. Use the same CPU model but memory configuration can be different. 
D. Use the same server configuration for the cluster. 
E. Use the same server model for the cluster. 
Answer: D,E 
 
Question No: 6 
When cabling a given HX node to the Fabric Interconnect which three actions are required? (Choose three.) 
A. Connect the node to different port numbers on each of the two Fabric Interconnects. 
B. Connect port 1 on the VIC to Fabric Interconnect A. 
C. Connect server port L1 to Fabric Interconnect port L1. 
D. Connect the node to the same port number on each of the two Fabric Interconnects. 
E. Connect server port L2 to Fabric Interconnect port L2 
F. Connect port 2 on the VIC to Interconnect B. 
Answer: B,D,F 
 
Question No: 7 
Which two features enable RAID cards striping as well as mirroring and parity? (Choose two.) 
A. Integration with Cisco Intersight for a cloud-based storage management solution. 
B. No load on the system resources, drives seem as one drive to the operating system 
C. On RAID card failure, the RAID onboard concurrent cache assists rebuild cache. 
D. Hot replacement of drives available, depending on configuration 
E. Distributed drives across disparate systems can be in RAID together. 
Answer: B,D 
 
Question No: 8 
Which two statements on Replication Factors are valid? (Choose two.) 
A. RF2 has 100% better protection of data while using 33% more space and is recommended. 
B. RF3 has 100% better protection of data while using 33% more space and is recommended. 
C. LAZ can increase RTO for 16+ node clusters. 




