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Question No: 1 
You are asked to provide a design proposal for a service provider network. The design must ensure that 
customers are able to send Layer 2 traffic between sites. 
In this scenario, which VPN technology would be used to accomplish this task? 
A. IPsec VPN 
B. Layer 3 VPN 
C. GRE 
D. EVPN 
Answer: D 
 
Question No: 2 
You are asked to evaluate a WAN design for a corporation with a focus on cost, security, and the ability to 
have direct adjacencies between your remote sites. 
Which two solutions would meet the requirements? (Choose two.) 
A. MPLS Layer 3 VPN 
B. GRE tunnels over the Internet 
C. VPLS Layer 2 VPN 
D. IPsec tunnels over the Internet 
Answer: C,D 
 
Question No: 3 
You are asked to provide a design proposal for an enterprise customer that currently has a three-tier switching 
infrastructure. The customer wants your design to collapse their Layer 2 infrastructure into two distinct layers. 
In this scenario, what are two benefits of moving to the new infrastructure? (Choose two.) 
A. The total number of devices is increased. 
B. The overall network performance is increased. 
C. The number of connections between devices is decreased. 
D. The number of protocols used is decreased. 
Answer: B,C 
 
Question No: 4 
Which tool in a Juniper Networks SDSN solution is responsible for telling Juniper and third-party network 
switches to block a threat in real time? 
A. Policy Enforcer 
B. Sky ATP 
C. Juniper Secure Analytics 
D. SRX Series device 
Answer: B 
 
Question No: 5 
What is the first step of business continuity planning? 



A. know your network 
B. test the plan 
C. assess the risk 
D. formulate the plan 
Answer: A 
 
Question No: 6 
You are evaluating an existing network to determine requirements for a network upgrade. 
In this scenario, which statement is true? 
A. A network baseline identifies devices that do not have redundant components. 
B. A network baseline identifies traffic growth patterns across network devices. 
C. A network baseline identifies how many users are connected to the network. 
D. A network baseline identifies the type and level of traffic load on the network. 
Answer: D 
 
Question No: 7 
What are three examples of physical security? (Choose three.) 
A. security cameras 
B. access door keypads 
C. a mantrap 
D. man in the middle 
E. intrusion detection and prevention 
Answer: A,B,C 
 
Question No: 8 
Which two statements are true regarding a Virtual Chassis? (Choose two.) 
A. A Virtual Chassis must be configured on the same series but not the same model. 
B. A Virtual Chassis supports up to 10 participating devices. 
C. A Virtual Chassis supports only two participating devices. 
D. A Virtual Chassis can be configured on mixed series and models. 
Answer: B,D 
 
Question No: 9 
Which two features would cause latency in a WAN connection? (Choose two.) 
A. IPS 
B. syslog 
C. telemetry 
D. UTM antivirus 
Answer: A,D 
 
Question No: 10 
What are three environmental characteristics that affect the campus network design? (Choose three.) 
A. transmission media characteristics 
B. distribution of users 



C. locations of wiring closets 
D. PC operating system 
E. remote site connectivity 
Answer: A,B,C 
 
Question No: 11 
What are three types of automation scripts used on a Junos device? (Choose three.) 
A. op scripts 
B. commit scripts 
C. boot scripts 
D. event scripts 
E. control scripts 
Answer: A,B,D 
 
Question No: 12 
You are required to stop zero-day threats while designing a secure network. Files are not allowed to leave 
the local network. 
Which Juniper Networks product will accomplish this task? 
A. UTM 
B. Sky ATP 
C. JATP 
D. SDSN 
Answer: B 
 
Question No: 13 
What are two requirements that every RFP response should include? (Choose two.) 
A. a support plan that includes details about servicing the components once operational 
B. a detailed competitor comparison document that indicates the proposed design is the least expensive 
option 
C. a detailed forecast of exception handling after the design has been implemented and is operational 
D. an implementation plan that includes a description of how the design will be implemented 
Answer: A,D 
 
Question No: 14 
You are asked to provide a WAN design proposal for connecting together multiple customer sites. As part of 
your design, you want to use IPsec tunnels to ensure that traffic is private and secure. 
Which statement is true about the proposed solution? 
A. IPsec packets can be fragmented once encrypted. 
B. IPsec tunnels will require an MPLS infrastructure through the WAN. 
C. IPsec can require MTU modifications to accommodate the additional overhead. 
D. Packets that are passed through an IPsec tunnel are not encrypted. 
Answer: C 
 
Question No: 15 



Which compliance standard must be taken into account when designing a network that will be handling credit 
card transactions? 
A. HIPPA 
B. PCI 
C. FIPS 
D. SOX 
Answer: B 
 
Question No: 16 
Which three questions should be asked when performing a business impact analysis? (Choose three.) 
A. What is the cost of both partial and full outages? 
B. What is the replacement cost of the core switches? 
C. Which functions and services are critical to the company’s survival? 
D. How many redundant data paths are there? 
E. How long could an outage be sustained? 
Answer: A,C,E 
 
Question No: 17 
In a Virtual Chassis Fabric, which two platforms are supported? (Choose two.) 
A. EX Series 
B. SRX Series 
C. MX Series 
D. QFX Series 
Answer: A,D 
 
Question No: 18 
Which two statements are true about a service-centric data center model? (Choose two.) 
A. A service-centric data center model pools compute resources. 
B. A service-centric data center model pools storage resources. 
C. A service-centric data center model does not pool storage resources. 
D. A service-centric data center model does not pool compute resources. 
Answer: A,B 
 
Question No: 19 
Which automation tool uses the master/minion model for changes? 
A. Puppet 
B. Chef 
C. SaltStack 
D. Ansible 
Answer: C 
 
Question No: 20 
You are developing a network monitoring strategy to track network response time and availability. The 
monitoring strategy should be scalable to accommodate future network growth. 


