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Question No: 1 
You are establishing RSVP LSPs through your MPLS-enabled network. You are asked to ensure that the LSPs 
will support end-to-end class-of-service handling. 
Which statement is correct in this scenario? 
A. Configure ultimate-hop-popping on the egress device. 
B. Configure implicit-null on all MPLS-enabled devices. 
C. Configure explicit-null on all MPLS-enabled devices. 
D. Configure entropy-label on the egress device. 
Answer: A 
 
Question No: 2 
What are three label operations that an MPLS-enabled router performs? (Choose three.) 
A. swap 
B. push 
C. pop 
D. insert 
E. rewrite 
Answer: A,B,C 
 
Question No: 3 
Which two routing protocols make use of a designated router, or pseudo node, to represent a broadcast 
network? (Choose two.) 
A. BGP 
B. OSPF 
C. MPLS 
D. IS-IS 
Answer: B,D 
 
Question No: 4 
Click the Exhibit. 



 

Referring to the exhibit, what is the result of applying this policy? 
A. The 172.18.1.0/24 prefix will be redistributed into OSPF as an internal route. 
B. The 172.18.1.1/32 prefix will be redistributed into OSPF as an external route. 
C. The 172.18.1.0/24 prefix will be redistributed into OSPF as an external route. 
D. The 172.18.1.1/32 prefix will be redistributed into OSPF as an internal route. 
Answer: C 



 
Question No: 5 
Which statement is true about routing instances on Junos devices? 
A. Routing information cannot be shared between routing instance. 
B. Each routing protocol runs in a separate routing instance. 
C. Junos device support only one routing instance. 
D. Each routing instance is a unique grouping of routing tables, interfaces, and routing protocol parameters. 
Answer: D 
 
Question No: 6 
Click the exhibit. 

 
Customer 1 has experienced some hardware failures that erroneously transitioned some links into a 
forwarding state, as shown in the exhibit. 
In this scenario, which STP feature set would solve this problem? 
A. MAC movement protection 
B. Loop protection 
C. BPDU protection 
D. Root protection 
Answer: B 
 
Question No: 7 
What is required on the egress and ingress devices to transport IPv6 traffic across an IPv4 network? 
A. An IP-IP interface 
B. A TE tunnel interface 
C. A GRE tunnel interface 
D. A 6to 4 tunnel interface 
Answer: C 
 
Question No: 8 
Click the exhibit. 



 

In the exhibit, which two routers will perform a swap action on LSP1? (Choose two.) 
A. R1 
B. R2 
C. R4 
D. R3 
Answer: A,B 
 
Question No: 9 
Which statement correctly describes a characteristic of IPv6 unicast addressing? 
A. Global addresses are in the range of 2002::/16. 
B. Only one loopback address exists, ::1/128. 
C. Link-local addresses are in the range of FF00::/8. 
D. Link-local addresses are in the range of FE00::/12. 
Answer: B 
 
Question No: 10 
You asked to deploy a large-scale IS-IS network with multiple areas. 
In this scenario, which two statements are true? (Choose two.) 
A. The area IDs must be the same for Level 2 routers to from an adjacency. 
B. Level1 routers can from an adjacency with any other Level 1 router. 
C. Level1 routers can from an adjacency with any other Level 2 router. 
D. The area IDs must be the same for Level1 routers to from an adjacency. 
Answer: B,D 
 
Question No: 11 
Which two fields of a hello packet must match on both routers when forming an OSPF adjacency? (Choose 
two.) 
A. Hello interval 
B. Designated route 
C. Router priority 
D. Network mask 
Answer: B,D 
 


